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Introduction

Congratulations on your purchase of the HP LaserJet 9040/9050
printer. This series of printers is available in the following
configurations.

HP LaserJet 9040/9050 printer

The HP LaserJet 9040/9050 printer (product number Q7697A/Q3721A)
comes standard with 64 megabytes (MB) of random-access memory
(RAM), wide-format printing, and two 500-sheet trays.

Note Only the HP LaserJet 9040/9050 printer requires an optional
enhanced input/output (EIO) card to connect to a network.

HP LaserJet 9040n/9050n printer

The HP LaserJet 9040n/9050n printer (product number
Q7698A/Q3722A) comes standard with 128 MB of RAM, wide-format
printing, two 500-sheet trays, a 100-sheet multipurpose tray (Tray
1), and an embedded HP Jetdirect print server.

HP LaserJet 9040dn/9050dn printer

The HP LaserJet 9040dn/9050dn printer (product number
Q7699A/Q3723A) comes standard with 128 MB of RAM, wide-format
printing, two 500-sheet trays, a 100-sheet multipurpose tray (Tray
1), an embedded HP Jetdirect print server, and a duplex printing
accessory (for printing on both sides of paper).

Installation checklist

This guide will help you set up and install your new printer.
For correct installation, please complete each section in
order:

WARNING! The printer is heavy. HP recommends that four people
move it to avoid injury to you and damage to the printer.

● Unpack the printer steps 1-4● Install the printer steps 5-13●
Install printing software step 14● Verify printer setup step 15

4 Printer Setup ENWW
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Step 1. Prepare printer location

Shipping box space requirementsMake sure that your building has
a door or receiving area large enough for delivery of the shipping
box. The approximate dimensions of the shipping box are as
follows:

911 x 790 mm deep x 1036 mm high (36 x 31 inches deep x 41
inches high).

Unpacking space requirementsBefore removing the plastic wrapping
from the shipping box, make sure that you have enough space to
remove the contents from the shipping box, and then lift the
product off its shipping pallet. HP recommends at least 3.1 meters
(10 feet) of space around the shipping box to remove all of the
shipping materials.

Removing the printer from the shipping boxSee the graphics on
the shipping box for information about how to remove the printer
from the shipping box.

WARNING! The printer is heavy. HP recommends that four people
move it to avoid injury to you and damage to the printer.

ENWW Prepare printer location 5


	
Printer size

Prepare a location for the printer that allows for these
physical and environmental requirements:

HP LaserJet 9040/9050 printer dimensions (top and side
views)

633 mm

(24.9 inches)

353 mm (13.9 inches) 638 mm (25.1 inches)

600 mm

(23.6 inches)

368 mm

( 17.8 inches)

353 mm(13.9 inches) 638 mm (25.1 inches)

406 mm(16 inches)

406 mm(16 inches)

6 Printer Setup ENWW
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1 The smaller measurement is the space that is required to
extend the output device with the attachment bar still attached to
the latch under optional Tray 4. The larger measurement is the
space that is required to remove the output device from the
product. The additional space allows enough clearance to remove the
attachment bar from the latch under optional Tray 4.

HP LaserJet 9040/9050 with typical output device, Tray 4, and
Tray 1 installed (top and side views) to show maximum
dimensions

1001 mm

(39.4 inches)1036 m

m (40.8 in)

2591 mm (102 inches) to extend output device; 2705 mm (106.5
inches) to remove output device1

2591 mm (102 inches) to extend output device; 2705 mm (106.5
inches) to remove output device1

ENWW Prepare printer location 7


	
Printer weight (without print cartridge)● HP LaserJet 9040/9050
printer: 63.5 kg (140 lb)

● HP LaserJet 9040n/9050n printer: 69.4 kg (153 lb)

● HP LaserJet 9040dn/9050dn printer: 76.2 kg (168 lb)

Location requirements for the printer

● A level area on a hard surface, preferably a floor without
carpet

● Space allowance around the printer

● A well-ventilated room

● No exposure to direct sunlight or chemicals, including
ammonia-based cleaning solutions

● Adequate power supply (For the 110 V model, a dedicated 15 A
circuit is recommended; for the 220 V model, a dedicated 8 A
circuit is recommended)

● A stable environment—no abrupt temperature or humidity
changes

● Relative humidity 20% to 80%

● Room temperature 10°C to 32.5°C (50°F to 91°F)

8 Printer Setup ENWW
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Step 2. Check package contents

Package contents

Note The HP LaserJet 9040n/9050n printer includes Tray 1 and an
embedded HP Jetdirect print server (not shown).

The HP LaserJet 9040dn/9050dn printer includes Tray 1, an
embedded HP Jetdirect print server (not shown), and a duplex
printing accessory (duplexer; not shown).

power cord

printer

control panel overlay

print cartridge

printer software CD-ROM(including use guide)

printer documentation(this manual)

face-up output bin

optional Tray 4

optional Tray 1

ENWW Check package contents 9


	
Step 3. Locate printer parts

The following illustrations give the location and names of the
important printer parts.

Printer parts (front and rear views)

1 Face-up output bin

2 Control panel

3 Tray 2

4 Power switch

5 Tray 1

6 Standard output bin (face-down bin)

7 Front door

8 Tray 3

9 EIO slots (2)

10 Security lock port

11 Power cord connector

12 Local area network (LAN) connector (RJ-45) (for the HP
LaserJet 9040n/9050n and 9040dn/9050dn)

13 Parallel B cable connector

14 HP Jet-Link connector (for paper-handling accessory)

1

2 6

8

3

47

10

11

12

13

9

5

14
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Step 4. Remove internal packaging

CAUTION The printer contains orange shipping tape and internal
packaging to prevent damage during shipping. You must remove all
shipping materials and internal packaging in order for the printer
to function correctly.

To remove internal packaging

1 Remove all orange packing material from the exterior of the
printer and remove any cardboard or styrofoam material that is not
orange.

2 Remove all orange packing material from the standard output
bin and the protective film from the control panel display.

3 Open the left door and pull straight back on the shipping tape
to remove the two fuser shipping locks (as shown by the diagram on
the printer). Make sure that the fuser levers are in the lock
position.

4 Open the trays, remove any orange packing material, and close
the trays.

5 Open the front door and remove the orange packing tape at the
front transfer roller area and on the lock lever for the print
cartridge. Close the front door.

Note Save all packing material. You might need it to repack the
printer at a later date.

ENWW Remove internal packaging 11


	
Step 5. Install accessories

WARNING! This printer weighs approximately 63.5 kg (140 lb). HP
recommends that four people move it to avoid injury to you and
damage to the printer.

Install any paper-handling accessories that you purchased with
the printer or separately. Use the installation instructions that
are packaged with the accessories. The instructions might be on a
CD-ROM.

Install duplexer

Note If you purchased an output device (the multifunction
finisher, the 3,000-sheet stacker, the 3,000-sheet stacker/stapler,
or the 8-bin mailbox) along with a duplexer and an input device
(Tray 4 and/or Tray 1), install the duplexer and the input
device(s) before trying to install the output device.

Refer to the installation instructions that are included with
the duplexer. The instructions might be on a CD-ROM.

Duplexer

Note After you have installed the duplexer, return to this guide
to complete the printer setup.

Install input device(s)

Refer to the installation instructions that are included with
the input device(s). The instructions might be on a CD-ROM.

Tray 1 and Tray 4

12 Printer Setup ENWW
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Note After you have installed the input device(s), return to
this guide to complete the printer setup.

Install output deviceInstall any output device that you
purchased. After the device is installed, go to step 6.

Refer to the installation instructions that are included with
the output device. The instructions might be on a CD-ROM.

.

Output devices

8-bin mailboxMultifunction finisher

3,000-sheet stacker/stapler or 3,000-sheet stacker

ENWW Install accessories 13


	
Step 6. Install print cartridge

Use this procedure to install the print cartridge. If toner gets
on your clothing, wipe it off with a dry cloth and wash the
clothing in cold water. Hot water sets toner into fabric.

To install the print cartridge

1 Before removing the print cartridge from its packaging, set
the print cartridge on a sturdy surface. Gently slide the print
cartridge out of the packaging.

CAUTIONTo prevent damage to the print cartridge, use two hands
when handling the cartridge.Do not expose the print cartridge to
light for more than a few minutes. Cover the print cartridge when
it is outside of the printer.

2 Gently rock the print cartridge from front to back to
distribute the toner evenly inside the cartridge. This is the only
time that you need to rock the cartridge.

3 Open the front door on the printer.

4 Rotate the green lever downward to the unlock position.

5 Hold the cartridge so that the arrow is on the left side of
the cartridge. Position the cartridge as shown, with the arrow on
the left side pointing toward the printer, and align the cartridge
with the printing guides. Slide the cartridge into the printer as
far as it will go.

NoteThe print cartridge has an internal pull tab. The printer
automatically removes the pull tab after the print cartridge is
installed and the product is turned on. The print cartridge makes a
loud noise for several seconds when the product removes the pull
tab. This noise occurs with new print cartridges only.

6 Press the button on the green lever, and turn the lever
clockwise to the lock position.

7 Close the front door.

1

5

3

4

6

7
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Step 7. Connect printer cables

The printer can connect to a computer using a parallel cable, or
to the network using an optional HP Jetdirect print server.

For printers equipped with the embedded HP Jetdirect print
server, a network cable connection is provided through a 10/100TX
(RJ-45) connector. The printer also has a connector for an HP
Jet-Link Connector.

Location of interface ports

Parallel B connector (Parallel)

Local area network (LAN) connector (RJ-45)

HP Jet-Link connector (for paper-handling accessory)

ENWW Connect printer cables 15


	
Connecting a parallel cableUse a parallel cable if you want to
connect the printer directly to a computer.

To ensure reliability, use an IEEE-1284 bidirectional B-type
parallel cable. These cables are clearly marked with “IEEE-1284.”
Only IEEE-1284 cables support all of the advanced printer
features.

To connect a parallel cable

1 Make sure that the printer power cord is not connected to an
outlet.

2 Connect the parallel cable to the printer parallel port. Press
the locking release levers while connecting the cable.

NoteIf installing the cable is difficult, make sure you have the
correct cable.

3 Connect the other end of the cable to the proper connector on
the computer.

2

3
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Connecting to Ethernet 10/100TX network (for the HP LaserJet
9040n/9050n and the HP LaserJet 9040dn/9050dn)Use the RJ-45
connector if you want to connect the printer to an Ethernet
10/100TX network.

To connect to Ethernet 10/100TX network

1 Make sure that the printer power cord is not connected to an
outlet.

2 Connect a network cable to the embedded HP Jetdirect print
server that is installed in the printer.

3 Connect the other end of the cable to the network port.

2

3
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Step 8. Change the control panel overlay

The control panel comes with an English overlay installed. If
necessary, use the procedure below to change the control panel
overlay to one included in the box.

To change the overlay

1 Insert your fingernail or a thin, rigid object in back of the
overlay and lift up.

2 Gently lift the overlay up and backward to move it away from
the printer.

3 Position the new overlay over the control panel. Align the
ends of the overlay with the holes on the control panel and slide
the overlay in.

4 Snap the overlay firmly onto the control panel. Ensure that
the overlay is flat against the control panel.

1

2

3

4

5
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Step 9. Connect power cord

This section describes how to connect the power cord.

To connect the power cord

1 Connect the power cord to the printer and an alternating
current (AC) outlet.

CAUTIONHP recommends using a dedicated AC outlet of 15 amps for
110 V models (15 amps for 220 V models). Do not plug other devices
into the same outlet. To prevent damage to the printer, use only
the power cord that came with the printer.

2 Press the power switch to turn the printer on (in position).
If the Enter language message appears on the printer control panel,
use

or to scroll to your language and press . After the printer
warms up, the READY message should appear on the control panel
display.

NoteWhen the power to the printer is turned on for the first
time, you have the option to set the language to display messages
in your own language. If no language is selected within 60 seconds
of when ENTER LANGUAGE appears on the graphical display, English is
set as the language, and ENTER LANGUAGE appears on the graphical
display each time the product is turned on until a language is
selected.

3 If you have the optional 3,000-sheet stacker/stapler (or
stacker or multifunction finisher), optional Tray 4, or both
installed, check that the light on each of them is solid green. If
a light is amber, flashing, or off, see the use guide.

1

2

3
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Step 10. Configure the control panel display language

By default, the control panel on the printer displays messages
in English. If you did not set the language in step 9, use the
following procedure to set the printer to display messages and
print configuration pages in another supported language.

To configure the control panel language

1 Turn off the printer.

2 Turn on the printer.

3 Wait until the printer begins counting memory.

4 Press and hold .

5 Continue to hold until all three control panel lights
illuminate, and then release .

6 Use or to scroll to Configure Device and press .

7 Use or to scroll to System Setup and press .

8 Use or to scroll to Language and press .

9 Use or to scroll to your language and press .

Note For Turkish, Czech, Russian, Hungarian, and Polish,
language selection will change the default symbol set for the
specific language. For all other languages, the default symbol set
is PC-8.

20 Printer Setup ENWW
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Step 11. Load Tray 1

NoteThe HP LaserJet 9040n/9050n and the HP LaserJet
9040dn/9050dn both come with Tray 1. An optional Tray 1 is
available for the HP LaserJet 9040/9050.

This section describes how to load A4- or letter-size paper. For
instructions on loading and configuring other sizes and types of
media, see the use guide that came on the CD-ROM.

CAUTIONTo avoid a paper jam, never open a tray while the printer
is printing from that tray.

To load Tray 1

Tray 1 is a multipurpose tray that holds up to 100 sheets of
standard-size paper or 10 envelopes. The product will pull paper
from Tray 1 first (default tray). See the use guide for information
about how to change this default.

Tray 1 provides a convenient way to print envelopes,
transparencies, custom-size paper, or other types of media without
having to unload the other trays.

1 Open Tray 1.

2 Load A4- or Letter-size paper with the long edge leading into
the printer and the side to be printed on facing up.

3 Adjust the paper guides so that they lightly touch the paper
stack, but do not bend the paper.

4 Make sure the paper fits under the tabs on the guides and not
above the load level indicators.

Note If printing on A3-size, 11 x 17, or other long media, pull
out the tray extension until it stops.

1

2

3
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Step 12. Load Trays 2 and 3

This section describes how to load A4- or letter-size paper. For
instructions on loading and configuring other sizes and types of
media, see the use guide.

CAUTIONTo avoid a paper jam, never open a tray while the printer
is printing from that tray.

To load Tray 2 and Tray 3

1 Open the tray until it stops.

2 Adjust the left (Y) paper guide by pressing the tab on the
guide and set the guide to the correct paper size.

3 Adjust the front (X) paper guide by pressing the tab on the
guide and set the guide to the correct paper size.

4 Load a stack of media with the top of the stack toward the
rear of the tray. For single-sided printing, the side to be printed
should be down. For double-sided printing, the first side to be
printed should be up.

NoteFor information about printing on special media, see the use
guide.

5 Set the paper lever to Standard if both guides are set to the
same Standard marking, such as Letter or A4. Otherwise, set the
lever to Custom.

6 Close the tray.

7 The paper size and type for this tray appears on the printer
control panel. Press to verify or see the use guide to make
changes.

8 Repeat steps 1 through 7 to load the other tray.

NoteFor information about loading Tray 4, see the install guide
that came with Tray 4.

CAUTIONNever store paper or other items in the area to the left
of the paper guides. Doing so can permanently damage the tray.

1

2

3

4

6
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Step 13. Print a configuration page

Print a configuration page to make sure the printer is operating
correctly.

To print a configuration page

1 Press .

2 Use or to scroll to Information and press .

3 Use or to scroll to Print Configuration and press .

The configuration page prints. If an HP Jetdirect print server
is installed in the printer, an HP Jetdirect network configuration
page also prints.

If you have optional accessories such as a duplex printing
accessory or Tray 4 installed, check the configuration page to
ensure that it lists them as installed.

Note For a list of shortcut keys that are available for the
printer, print a menu map.

ENWW Print a configuration page 23


	
Step 14. Install printing software

The printer comes with printing software on a CD-ROM. The
printer drivers on this CD-ROM must be installed to take full
advantage of the printer features.

If you do not have access to a CD-ROM drive, you can download
the printing software from the Internet at
www.hp.com/support/lj9050_lj9040. Depending on the configuration of
Windows-driven computers, the installation program for the printer
software automatically checks the computer for Internet access and
provides an option to obtain the latest software from the
Internet.

Note Printer installation software for UNIX (HP-UX, Sun Solaris)
networks is available for download at
www.hp.com/support/net_printing.

See the HP support flyer for more information.

Installing Windows printing software This section describes how
to install Windows printing software. The software is supported on
Microsoft Windows 9X, Windows NT 4.0, Windows 2000, Windows
Millennium (Me), Windows XP, and Windows Server 2003.

To install the software

1 Quit all running programs.

2 Insert the CD-ROM into the CD-ROM drive. Depending on the
computer configuration, the installation program may automatically
run. If the program does not run automatically: On the Start menu,
click Run. Type x:setup (where X is the letter of the CD-Rom
drive), and click OK.

3 Follow the instructions on the computer screen.

Installing Macintosh printing softwareThis section describes how
to install Macintosh printing software. The software is supported
on Macintosh OS 7.5 or higher.

To install Macintosh printing software for Mac OS 8.6 to 9.2

1 Connect the network cable between the HP Jetdirect print
server and a network port.

2 Insert the CD-ROM into the CD-ROM drive. The CD-ROM menu runs
automatically. If the CD-ROM menu does not run automatically,
double-click the CD-ROM icon on the desktop, and then double-click
the Installer icon. This icon is located in the Installer/ folder
of the Starter CD-ROM (where is your language preference). For
example, the Installer/English folder contains the Installer icon
for the English printer software.

3 Follow the instructions on the computer screen.

4 Open the Apple Desktop Printer Utility located in the (Startup
Disk): Applications: Utilities folder.

5 Double-click Printer (AppleTalk).

6 Next to Apple Talk Printer Selection, click Change.

7 Select the printer, click Auto Setup, and then click
Create.

8 On the Printing menu, click Set Default Printer.
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Note The icon on the desktop will appear to be generic. All the
print panels will appear in the print dialog in an application.

To install Macintosh printing software for Mac OS 10.1 and
later

1 Connect the network cable between the HP Jetdirect print
server and a network port.

2 Insert the CD-ROM into the CD-ROM drive. The CD-ROM menu runs
automatically. If the CD-ROM menu does not run automatically,
double-click the CD-ROM icon on the desktop, and then double-click
the Installer icon. This icon is located in the Installer/ folder
of the Starter CD-ROM (where is your language preference). For
example, the Installer/English folder contains the Installer icon
for the English printer software.

3 Double-click the HP LaserJet Installers folder.

4 Follow the instructions on the computer screen.

5 Double-click the Installer icon for the desired language.

6 On your computer hard drive, double-click Applications,
Utilities, and then Print Center.

7 Click Add Printer.

8 Select the AppleTalk connection type on OS X 10.1 and the
Rendezvous connection type on OS X 10.2.

9 Select the printer name.

10 Click Add Printer.

11 Close the Print Center by clicking the close button on the
upper-left corner.

Note Macintosh computers cannot be connected directly to the
printer using a parallel port.
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Step 15. Verify printer setup

The easiest way to verify that the installation has been
completed successfully is to print a document from a software
program.

To verify printer setup

1 Open a program of your choice. Open or create a simple
document.

2 In the program, select the Print command.

3 Select the HP LaserJet 9040 or 9050 as your printer.

4 Make sure the correct printer name appears.

5 Print the document.

If the document does not print correctly, check your setup and
configuration. For additional information, see the use guide.

Customer support

For additional information regarding the product, see the use
guide on the CD-ROM. For HP Customer Care information, see the
support flyer that came with the printer.
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Warranty and regulatory information

Hewlett-Packard limited warranty statement

1 HP warrants HP hardware, accessories, and supplies against
defects in materials and workmanship for the period specified
above. If HP receives notice of such defects during the warranty
period, HP will, at its option, either repair or replace products
which prove to be defective. Replacement products may be either new
or like-new.

2 HP warrants that HP software will not fail to execute its
programming instructions, for the period specified above, due to
defects in material and workmanship when properly installed and
used. If HP receives notice of such defects during the warranty
period, HP will replace software media which does not execute its
programming instructions due to such defects.

3 HP does not warrant that the operation of HP products will be
uninterrupted or error free. If HP is unable, within a reasonable
time, to repair or replace any product to a condition as warranted,
customer will be entitled to a refund of the purchase price upon
prompt return of the product.

4 HP products may contain remanufactured parts equivalent to new
in performance or may have been subject to incidental use.

5 The warranty period begins on the date of the delivery or on
the date of installation if installed by HP. If customer schedules
or delays HP installation more than 30 days after delivery,
warranty begins on the 31st day from delivery.

6 Warranty does not apply to defects resulting from (a) improper
or inadequate maintenance or calibration, (b) software,
interfacing, parts or supplies not supplied by HP, (c) unauthorized
modification or misuse, (d) operation outside of the published
environmental specifications for the product, or (e) improper site
preparation or maintenance.

7 TO THE EXTENT ALLOWED BY LOCAL LAW, THE ABOVE WARRANTIES ARE
EXCLUSIVE AND NO OTHER WARRANTY, WHETHER WRITTEN OR ORAL, IS
EXPRESSED OR IMPLIED AND HP SPECIFICALLY DISCLAIMS THE IMPLIED
WARRANTIES OR CONDITIONS OF MERCHANTABILITY, SATISFACTORY QUALITY,
AND FITNESS FOR A PARTICULAR PURPOSE.

8 HP will be liable for damage to tangible property per incident
up to the greater of $300,000 or the actual amount paid for the
product that is the subject of the claim, and for damages for
bodily injury or death, to the extent that all such damages are
determined by a court of competent jurisdiction to have been
directly caused by a defective HP product.

9 TO THE EXTENT ALLOWED BY LOCAL LAW, THE REMEDIES IN THIS
WARRANTY STATEMENT ARE THE CUSTOMER’S SOLE AND EXCLUSIVE REMEDIES.
EXCEPT AS INDICATED ABOVE, IN NO EVENT WILL HP OR ITS SUPPLIERS BE
LIABLE FOR LOSS OF DATA OR FOR DIRECT, SPECIAL, INCIDENTAL,
CONSEQUENTIAL (INCLUDING LOST PROFIT OR DATA), OR OTHER DAMAGE,
WHETHER BASED IN CONTRACT, TORT, OR OTHERWISE.

10 FOR CONSUMER TRANSACTIONS IN AUSTRALIA AND NEW ZEALAND; THE
WARRANTY TERMS CONTAINED IN THIS STATEMENT, EXCEPT TO THE EXTENT
LAWFULLY PERMITTED, DO NOT EXCLUDE, RESTRICT OR MODIFY AND ARE IN
ADDITION TO THE MANDATORY STATUTORY RIGHTS APPLICABLE TO THE SALE
OF THIS PRODUCT TO YOU.

HP PRODUCT DURATION OF WARRANTY

HP LaserJet 9040/9050, 9040n/9050n, 9040dn/9050dn

1 year, on-site
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Service During and After the Warranty Period● If printer
hardware fails during the warranty period, contact an HP-authorized
service or

support provider.

● If printer hardware fails after the warranty period, and you
have an HP Maintenance Agreement or HP SupportPack, request service
as specified in the agreement.

● If you do not have an HP Maintenance Agreement or HP
SupportPack, contact an HP-authorized service or support
provider.

To ensure the longevity of your HP LaserJet printer, HP provides
the following:

Extended warranty

HP SupportPack provides coverage for the HP hardware product and
allHP-supplied internal components. The hardware maintenance covers
a period from the date of the HP product purchase for the duration
of the contract chosen. The customer must purchase HP SupportPack
within 90 days of the HP product purchase. For more information, go
to www.hp.com/support/lj9050_lj9040.
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HP’s Premium Protection Warranty

LaserJet Print Cartridges and Imaging DrumsLimited Warranty
Statement

This HP product is warranted to be free from defects in
materials and workmanship.

This warranty does not apply to products that (a) have been
refilled, refurbished, remanufactured or tampered with in any way,
(b) experience problems resulting from misuse, improper storage, or
operation outside of the published environmental specifications for
the printer product or (c) exhibit wear from ordinary use.

To obtain warranty service, please return the product to place
of purchase (with a written description of the problem and print
samples) or contact HP customer support. At HP's option, HP will
either replace products that prove to be defective or refund your
purchase price.

TO THE EXTENT ALLOWED BY LOCAL LAW, THE ABOVE WARRANTY IS
EXCLUSIVE AND NO OTHER WARRANTY OR CONDITION, WHETHER WRITTEN OR
ORAL, IS EXPRESSED OR IMPLIED AND HP SPECIFICALLY DISCLAIMS ANY
IMPLIED WARRANTIES OR CONDITIONS OF MERCHANTABILITY, SATISFACTORY
QUALITY, AND FITNESS FOR A PARTICULAR PURPOSE.

TO THE EXTENT ALLOWED BY LOCAL LAW, IN NO EVENT WILL HP OR ITS
SUPPLIERS BE LIABLE FOR DIRECT, SPECIAL, INCIDENTAL, CONSEQUENTIAL
(INCLUDING LOST PROFIT OR DATA), OR OTHER DAMAGE, WHETHER BASED IN
CONTRACT, TORT, OR OTHERWISE.

THE WARRANTY TERMS CONTAINED IN THIS STATEMENT, EXCEPT TO THE
EXTENT LAWFULLY PERMITTED, DO NOT EXCLUDE, RESTRICT OR MODIFY AND
ARE IN ADDITION TO THE MANDATORY STATUTORY RIGHTS APPLICABLE TO THE
SALE OF THIS PRODUCT TO YOU.

HP Software License TermsATTENTION: USE OF THE SOFTWARE IS
SUBJECT TO THE HP SOFTWARE LICENSE TERMS SET FORTH BELOW. USING THE
SOFTWARE INDICATES YOUR ACCEPTANCE OF THESE LICENSE TERMS. IF YOU
DO NOT ACCEPT THESE LICENSE TERMS, YOU MAY RETURN THE SOFTWARE FOR
A FULL REFUND. IF THE SOFTWARE IS BUNDLED WITH ANOTHER PRODUCT, YOU
MAY RETURN THE ENTIRE UNUSED PRODUCT FOR A FULL REFUND.

The following License Terms govern your use of the accompanying
Software unless you have a separate signed agreement with HP.

License Grant

HP grants you a license to Use one copy of the Software. “Use”
means storing, loading, installing, executing, or displaying the
Software. You may not modify the Software or disable any licensing
or control features of the Software. If the Software is licensed
for “concurrent use”, you may not allow more than the maximum
number of authorized users to Use the Software concurrently.

Ownership

The Software is owned and copyrighted by HP or its third party
suppliers. Your license confers no title to, or ownership in, the
Software and is not a sale of any rights in the Software. HP’s
third party suppliers may protect their rights in the event of any
violation of these License Terms.

Copies and Adaptations

You may only make copies or adaptations of the Software for
archival purposes or when copying or adaptation is an essential
step in the authorized Use of the Software. You must reproduce all
copyright notices in the original Software on all copies or
adaptations. You may not copy the Software onto any public
network.
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No Disassembly or Decryption

You may not disassemble or decompile the Software unless HP’s
prior written consent is obtained. In some jurisdictions, HP’s
consent may not be required for limited disassembly or
decompilation. Upon request, you will provide HP with reasonably
detailed information regarding any disassembly or decompilation.
You may not decrypt the Software unless decryption is a necessary
part of the operation of the Software.

Transfer

Your license will automatically terminate upon any transfer of
the Software. Upon transfer, you must deliver the Software,
including any copies and related documentation, to the transferee.
The transferee must accept these License Terms as a condition to
the transfer.

Termination

HP may terminate your license upon notice for failure to comply
with any of these License Terms. Upon termination, you must
immediately destroy the Software, together with all copies,
adaptations, and merged portions in any form.

Export Requirements

You may not export or reexport the Software or any copy or
adaptation in violation of any applicable laws or regulations.

U.S. Government Restricted Rights

The Software and any accompanying documentation have been
developed entirely at private expense. They are delivered and
licensed as “commercial computer software” as defined in DFARS
252.227-7013 (Oct 1988), DFARS 252.211-7015 (May 1991), or DFARS
252.227-7014 (Jun 1995), as a “commercial item” as defined in FAR
2.101 (a), or as “Restricted computer software” as defined in FAR
52.227-19 (Jun 1987) (or any equivalent agency regulation or
contract clause), whichever is applicable. You have only those
rights provided for such Software and any accompanying
documentation by the applicable FAR or DFARS clause or the HP
standard software agreement for the product involved.
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FCC regulationsThis equipment has been tested and found to
comply with the limits for a Class B digital device, pursuant to
Part 15 of the FCC rules. These limits are designed to provide
reasonable protection against harmful interference in a residential
installation. This equipment generates, uses, and can radiate radio
frequency energy, and if not installed and used in accordance with
the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference
will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the
following measures:

● Reorient or relocate the receiving antenna.

● Increase separation between equipment and receiver.

● Connect equipment to an outlet on a circuit different from
that to which the receiver is located.

● Consult your dealer or an experienced radio/TV technician.

Note Any changes or modifications to the printer not expressly
approved by HP could void the user's authority to operate this
equipment.

Use of a shielded interface cable is required to comply with the
FCC rules.

Canadian DOC Regulations

Complies with Canadian EMC Class B requirements.Conforme à la
classe B des normes canadiennes de compatibilité électromagnétique
(CEM).

VCCI Statement (Japan)

VCCI class B product

Translation

This equipment is in the Class B category information technology
equipment based on the rules of Voluntary Control Council For
Interference by Information Technology Equipment (VCCI). Although
aimed for residential area operation, radio interference may be
caused when used near a radio or TV receiver. Read the instructions
for correct operation.

Korean EMI Statement
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Safety Information

Laser Safety

The Center for Devices and Radiological Health (CDRH) of the
U.S. Food and Drug Administration has implemented regulations for
laser products manufactured since August 1, 1976. Compliance is
mandatory for products marketed in the United States. This printer
is certified as a “Class 1” laser product under the U.S. Department
of Health and Human Services (DHHS) Radiation Performance Standard
according to the Radiation Control for Health and Safety Act of
1968. Since radiation emitted inside this printer is completely
confined within protective housings and external covers, the laser
beam cannot escape during any phase of normal user operation.

WARNING! Using controls, making adjustments, or performing
procedures other than those specified in this manual may result in
exposure to hazardous radiation.

Material safety data sheet

Material Safety Data Sheets (MSDS) for supplies containing
chemical substances (such as toner) can be obtained by contacting
the HP LaserJet Supplies website at www.hp.com/go/msds or
www.hp.com/hpinfo/community/environment/productinfo/safety.

Laser Statement for Finland

Luokan 1 laserlaiteKlass 1 Laser ApparatHP LaserJet 9040/9050,
9040n/9050n, 9040dn/9050dnlaserkirjoitin on käyttäjän kannalta
turvallinen luokan 1 laserlaite.Normaalissa käytössä kirjoittimen
suojakotelointi estää lasersäteen pääsyn laitteen ulkopuolelle.
Laitteen turvallisuusluokka on määritetty standardin EN 60825-1
(1994) mukaisesti.Varoitus!Laitteen käyttäminen muulla kuin
käyttöohjeessa mainitulla tavalla saattaa altistaa käyttäjän
turvallisuusluokan 1 ylittävälle näkymättömälle
lasersäteilylle.Varning!Om apparaten används på annat sätt än i
bruksanvisning specificerats, kan användaren utsättas för osynlig
laserstrålning, som överskrider gränsen för laserklass 1.

HUOLTOHP LaserJet 9040/9050, 9040n/9050n,
9040dn/9050dn-kirjoittimen sisällä ei ole käyttäjän huollettavissa
olevia kohteita. Laitteen saa avata ja huoltaa ainoastaan sen
huoltamiseen koulutettu henkilö. Tällaiseksi huoltotoimenpiteeksi
ei katsota väriainekasetin vaihtamista, paperiradan puhdistusta tai
muita käyttäjän käsikirjassa lueteltuja, käyttäjän tehtäväksi
tarkoitettuja ylläpitotoimia, jotka voidaan suorittaa ilman
erikoistyökaluja.Varo!Mikäli kirjoittimen suojakotelo avataan, olet
alttiina näkymättömälle lasersäteilylle laitteen ollessa
toiminnassa. Älä katso säteeseen.Varning!Om laserprinterns
skyddshölje öppnas då apparaten är i funktion, utsättas användaren
för osynlig laserstrålning. Betrakta ej strålen. Tiedot laitteessa
käytettävän laserdiodin säteilyominaisuuksista:

Aallonpituus 775-795 nmTeho 5 mWLuokan 3B laser
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Power Cord Statement for Japan
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Declaration of Conformityaccording to ISO/IEC Guide 22 and EN
45014

Manufacturer’s Name:

Hewlett-Packard Company

Manufacturer’s Address:

11311 Chinden BoulevardBoise, Idaho 83714-1021, USA

declares, that the product

Product Name: HP LaserJet 9040/9050 printerIncluding optional
accessory 2000-sheet input tray (C8531A)

Regulatory Model Number3) BOISB-0403-00

Product Options: ALL

conforms to the following Product Specifications:SAFETY: IEC
60950:1999 / EN60950: 2000

IEC 60825-1:1993+A1+A2 / EN 60825-1:1994+A11+A2 (Class 1
Laser/LED Product)GB4943-2001

EMC: CISPR 22:1997 / EN 55022:1998 - Class B1)

EN 61000-3-2:2000

EN 61000-3-3:1995 + A1:2001

EN 55024:1998/A1:2001

FCC Title 47 CFR, Part 15 Class B2)

/ ICES-003, Issue 4

GB9254-1998, GB17625.1-2003

Supplementary Information:The product herewith complies with the
requirements of the EMC Directive 89/336/EEC and the Low Voltage
Directive 73/23/EEC, and carries the CE-Marking accordingly.

1) The product was tested in a typical configuration with
Hewlett-Packard Personal Computer Systems.

2) This Device complies with Part 15 of the FCC Rules. Operation
is subject to the following two Conditions: (1) this device may not
cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause
undesired operation

3) For regulatory purposes, this product is assigned a
Regulatory model number. This number should not be confused with
the product name or product number(s).

Boise, Idaho USAOctober 26,2004

For Regulatory Topics only, contact:

Australia Contact: Product Regulations Manager, Hewlett-Packard
Australia Ltd., 31-41 Joseph Street, Blackburn, Victoria 3130,
Australia.

European Contact: Your Local Hewlett-Packard Sales and Service
Office or Hewlett-Packard Gmbh, Department HQ-TRE / Standards
Europe, Herrenberger Straße 140, D-71034 Böblingen (FAX:
+49-7031-14-3143)

USA Contact: Product Regulations Manager, Hewlett-Packard
Company, PO Box 15, Mail Stop 160, Boise, Idaho 83707-0015 (Phone:
208-396-6000)

34 Printer Setup ENWW


	
En

glish

Declaration of Conformityaccording to ISO/IEC Guide 22 and EN
45014

Manufacturer’s Name: Hewlett-Packard Company

Manufacturer’s Address:

Montemorelos 299Guadalajara Jalisco, 45060 Mexico

declares, that the product

Product Name: Finishing accessories for HP LaserJet 9040/9050
series printer

Model Numbers: C8084A, C8085A, C8088A, C8088B, Q5693A,
Q5710A

Product Options: All

conforms to the following Product Specifications:

SAFETY: IEC 60950:1999 / EN60950:2000

EMC: CISPR 22:1997 / EN 55022:1998 - Class A1

EN 61000-3-2:2000

EN 61000-3-3:1995 / A1

EN 55024:1998/A1:2001

FCC Title 47 CFR, Part 15 Class A / ICES-003, Issue 4

Supplementary Information:

The product herewith complies with the requirements of the EMC
Directive 89/336/EEC and the Low Voltage Directive 73/23/EEC, and
carries the CE-Marking accordingly.

1) The product was tested in a typical configuration with
Hewlett-Packard Personal Computer Systems.

2) This Device complies with Part 15 of the FCC Rules. Operation
is subject to the following two Conditions:

(1) this device may not cause harmful interference, and(2) this
device must accept any interference received, including
interference that may cause undesired operation.

"Warning - This is a class A product. In a domestic environment
this product may cause radio interference in which case the user
may be required to take adequate measures".

Guadalajara, Jalisco, MexicoJanuary 30, 2003

For Regulatory Topics only, contact:

Australia Contact: Product Regulations Manager, Hewlett-Packard
Australia Ltd., 31-41 Joseph Street, Blackburn, Victoria 3130,
Australia

European Contact: Your Local Hewlett-Packard Sales and Service
Office or Hewlett-Packard Gmbh, Department HQ-TRE / Standards
Europe, Herrenberger Straße 140, D-71034 Böblingen (FAX:
+49-7031-14-3143)

USA Contact: Product Regulations Manager, Hewlett-Packard
Company, PO Box 15, Mail Stop 160, Boise, Idaho 83707-0015 (Phone:
208-396-6000)
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Úvod

Gratulujeme vám k zakoupení tiskárny HP LaserJet 9040/9050. Tato
řada tiskáren je dostupná v následujících konfiguracích.

Tiskárna HP LaserJet 9040/9050

Tiskárna HP LaserJet 9040/9050 (číslo produktu Q7697A/Q3721A) je
standardně dodávána s 64 MB paměti RAM (pamět́ s přímým přístupem),
velkoformátovým tiskem a dvěma zásobníky na 500 listů papíru.

Poznámka Pouze tiskárna HP LaserJet 9040/9050 vyžaduje pro
připojení k síti doplňkovou kar tu EIO (rozšířený
vstup/výstup).

Tiskárna HP LaserJet 9040n/9050n

Tiskárna HP LaserJet 9040n/9050n (číslo produktu Q7698A/Q3722A)
je standardně dodávána s 128 MB paměti RAM, velkoformátovým tiskem,
dvěma zásobníky na 500 listů papíru, víceúčelovým zásobníkem na 100
listů papíru (Zásobník 1) a vestavěným tiskovým serverem HP
Jetdirect.

Tiskárna HP LaserJet 9040dn/9050dn

Tiskárna HP LaserJet 9040dn/9050dn (číslo produktu
Q7699A/Q3723A) je standardně dodávána s 128 MB paměti RAM,
velkoformátovým tiskem, dvěma zásobníky na 500 listů papíru,
víceúčelovým zásobníkem na 100 listů papíru (Zásobník 1),
vestavěným tiskovým serverem HP Jetdirect a doplňkovým zařízením
pro duplexní tisk (pro tisk na obě strany papíru).

Záznamový list instalace

Tato příručka vám pomůže nastavit a nainstalovat vaší novou
tiskárnu. Aby instalace proběhla správně, projděte všechny sekce v
pořadí:

UPOZORNĚNÍ! Tiskárna je těžká. HP doporučuje, aby pro snížení
rizika poranění a škod na tiskárně s tiskárnou manipulovaly čtyři
osoby.

● Vybalte tiskárnu kroky 1-4● Instalujte tiskárnu kroky 5-13●
Instalujte software tiskárny krok 14● Ověření nastavení tiskárny
krok 15
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Krok 1. Připravte umístění tiskárny

Prostorové požadavky pro přepravní krabici

Ujistěte se, že dveře nebo prostor pro příjem v budově jsou
dostatečně velké pro doručení přepravní krabice. Přepravní krabice
má přibližně následující rozměry:

911 x 790 x 1036 mm (šířka x hloubka x výška).

Prostorové požadavky pro vybalení

Před sejmutím plastového obalu z přepravní krabice se
přesvědčte, že máte dostatek místa pro vyjmutí obsahu přepravní
krabice, a pak zvedněte produkt z přepravní palety. Společnost
Hewlett-Packard doporučuje pro vyjmutí všech přepravních materiálů
minimálně 3,1 metru volného místa kolem přepravní krabice.

Vyjmutí tiskárny z přepravní krabice

Pokyny pro vyjmutí tiskárny z přepravní krabice naleznete na
obrázcích na krabici.

UPOZORNĚNÍ! Tiskárna je těžká. HP doporučuje, aby pro snížení
rizika poranění a škod na tiskárně s tiskárnou manipulovaly čtyři
osoby.
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Velikost tiskárny

Připravte prostor pro umístění tiskárny, který splňuje
následující fyzické požadavky a požadavky na životní prostředí:

Rozměry tiskárny HP LaserJet 9040/9050 (pohledy shora a ze
strany)

63

3 m

m

353 mm 638 mm

60

0 m

m3

68

mm

353 mm 638 mm 406 mm

406 mm
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1 Menší rozměr udává prostor vyžadovaný pro vysunutí výstupního
zařízení tak, že lišta pro připojení bude stále připevněná v
západce pod doplňkovým Zásobníkem 4. Větší rozměr udává prostor
vyžadovaný pro odstranění výstupního zařízení od produktu.
Dodatečný prostor zajišt́uje dostatečnou mezeru pro vyjmutí lišty
pro připojení ze západky pod doplňkovým Zásobníkem 4.

Maximální rozměry tiskárny HP LaserJet 9040/9050 s instalovaným
obvyklým výstupním zařízením, Zásobníkem 4 a Zásobníkem 1 (pohledy
shora a ze strany)

1 0

01 m

m1

03

6 m

m

2591 mm pro vysunutí výstupního zařízení; 2705 mm pro odstranění
výstupního zařízení1

2591 mm pro vysunutí výstupního zařízení; 2705 mm pro odstranění
výstupního zařízení1
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Váha tiskárny (bez kazety tisku)● Tiskárna HP LaserJet
9040/9050: 63,5 kg

● Tiskárna HP LaserJet 9040n/9050n: 69,4 kg

● Tiskárna HP LaserJet 9040dn/9050dn: 76,2 kg

Požadavky na umístění tiskárny

● Rovná plocha s tvrdým povrchem, nejlépe podlaha bez
koberce

● Dostatek prostoru okolo tiskárny

● Dobře větraná místnost

● Nevystavujte přímému slunci nebo chemikáliím, včetně čistících
prostředků na bázi čpavku

● Vhodný zdroj energie (pro model 110 V je doporučen vyhrazený
obvod s maximálním proudem 15 A, pro model 220 V je doporučen
vyhrazený obvod s maximálním proudem 8 A)

● Stabilní prostředí—žádné náhlé změny teploty nebo vlhkosti

● Relativní vlhkost 20 % až 80 %

● Pokojová teplota 10 ° C až 32,5 °C
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Krok 2. Zkontrolujte obsah balení

Obsah balení

Poznámka Tiskárna HP LaserJet 9040n/9050n obsahuje Zásobník 1 a
vestavěný tiskový server HP Jetdirect (není zobrazen).

Tiskárna HP LaserJet 9040dn/9050dn obsahuje Zásobník 1,
vestavěný tiskový server HP Jetdirect (není zobrazen) a
příslušenství pro oboustranný tisk (duplexní jednotka, není
zobrazena).

sít́ový kabel

tiskárna

překryvný segment ovládacího panelu

kazeta tisku

disk CD-ROMse softwarem tiskárny(včetněuživatelské příručky)

dokumentace k tiskárně(tato příručka)

výstupní přihrádka lícem nahoru

volitelný Zásobník 4

volitelný Zásobník 1
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Krok 3. Umístění dílů tiskárny

Následující obrázky popisují umístění a názvy důležitých dílů
tiskárny.

Díly tiskárny (pohledy zepředu a zezadu)

1 Výstupní přihrádka pro shromažďování papíru lícem nahoru

2 Ovládací panel

3 Zásobník 2

4 Hlavní vypínač

5 Zásobník 1

6 Standardní výstupní přihrádka (lícem dolů)

7 Přední dvířka

8 Zásobník 3

9 Sloty EIO (2)

10 Otvor pro bezpečnostní zámek

11 Konektor sít́ovéhokabelu

12 Konektor RJ-45 místní sítě (LAN) (pro tiskárny HP LaserJet
9040n/9050n a 9040dn/9050dn)

13 Konektor paralelního kabelu typu B

14 Konektor HP Jet-Link (pro příslušenství pro manipulaci s
papírem)

1

2 6

8

3
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Krok 4. Odstranění vnitřního obalového materiálu

VAROVÁNÍ Tiskárna obsahuje oranžovou přepravní pásku a vnitřní
obalový materiál, které ji chrání před poškozením během přepravy.
Pro zajištění správné činnosti tiskárny musíte vyjmout všechny
přepravní materiály a vnitřní obalový materiál.

Postup při odstranění vnitřního obalového materiálu

1 Z vnějších částí tiskárny odstraňte veškerý oranžový balicí
materiál a odstraňte všechnu lepenku nebo polystyren, který není
oranžový.

2 Odstraňte veškerý oranžový balicí materiál ze standardní
výstupní přihrádky a ochrannou fólii z displeje na ovládacím
panelu.

3 Otevřete levá dvířka a zatáhněte přímo zpět za přepravní
pásku, čímž odstraníte dvě přepravní pojistky fixační jednotky (jak
je znázorněno na obrázku na tiskárně). Ujistěte se, že páčky
fixační jednotky jsou v poloze zamknuto.

4 Otevřete zásobníky, odstraňte veškerý oranžový balicí materiál
a zásobníky uzavřete.

5 Otevřete přední dvířka a odstraňte oranžovou balicí pásku na
přední části přenosového válce a na stavěcí páčce kazety tisku.
Zavřete přední dvířka.

Poznámka Veškerý obalový materiál uschovejte. V budoucnu budete
možná potřebovat tiskárnu znovu zabalit.

CSWW Odstranění vnitřního obalového materiálu 47


	
Krok 5. Instalace příslušentsví

UPOZORNĚNÍ! Tiskárna váží přibližně 63,5 kg. HP doporučuje, aby
pro snížení rizika poranění a škod na tiskárně s tiskárnou
manipulovaly čtyři osoby.

Instalujte veškeré příslušenství pro manipulaci s papírem, které
jste zakoupili zvlášt́ nebo společně s tiskárnou. Pro tato
příslušenství používejte instrukcí pro instalaci, které jsou k nim
přibaleny. Pokyny mohou být uloženy na disku CD-ROM.

Instalace duplexní jednotky

Poznámka Pokud jste zakoupili výstupní zařízení (multifunkční
dokončovací zařízení, stohovač na 3 000 listů, stohovač/sešívačku
na 3 000 listů nebo schránku s osmi přihrádkami) společně s
duplexní jednotkou a vstupním zařízením (Zásobníkem 4 nebo
Zásobníkem 1), instalujte duplexní jednotku a vstupní zařízení
dříve než výstupní zařízení.

Postupujte podle instalačních pokynů, které jsou přiloženy k
duplexní jednotce. Pokyny mohou být uloženy na disku CD-ROM.

Duplexní jednotka

Poznámka Po instalaci duplexní jednotky pokračujte podle pokynů
pro dokončení nastavení tiskárny v této příručce.

Instalace vstupních zařízení

Postupujte podle instalačních pokynů přiložených ke vstupním
zařízením. Pokyny mohou být uloženy na disku CD-ROM.

Zásobník 1 a Zásobník 4
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Poznámka Po instalaci vstupních zařízení pokračujte podle pokynů
pro dokončení nastavení tiskárny v této příručce.

Instalace výstupního zařízení

Instalujte libovolné výstupní zařízení, které jste zakoupili. Po
instalaci zařízení pokračujte krokem 6.

Postupujte podle instalačních pokynů, které jsou přiloženy k
výstupnímu zařízení. Pokyny mohou být uloženy na disku CD-ROM.

Výstupní zařízení

Schránka s osmi přihrádkami

Multifunkční dokončovací zařízení

Stohovač/sešívačka na 3 000 listů nebo stohovač na 3 000
listů
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Krok 6. Instalace kazet tisku

K instalaci kazety tisku použijte tento postup. Pokud se vám
toner dostane na oblečení, oprašte jej suchým hadříkem a oblečení
vyperte ve studené vodě. Horkou vodou se toner do látky zapere.

Postup při instalaci tiskové kazety

1 Před vyjmutím kazety tisku z obalového materiálu ji umístěte
na stabilní povrch. Opatrně vysuňte kazetu tisku z obalového
materiálu.

VAROVÁNÍPři manipulaci s kazetou tisku používejte obě ruce,
abyste zabránili jejímu poškození.Tiskovou kazetu nevystavujte
světlu na dobu delší než několik minut. Tiskovou kazetu po vyjmutí
z tiskárny přikryjte.

2 Jemně kývejte kazetou tisku zepředu dozadu, aby se toner v
kazetě rovnoměrně rozmístil. To je jediný případ, kdy je třeba
kazetu protřepávat.

3 Otevřete přední dvířka tiskárny.

4 Otočte zelenou páčkou směrem dolů do polohy odemknuto.

5 Uchopte kazetu tak, aby šipka byla na levé straně kazety.
Umístěte kazetu podle obrázku tak, aby šipka na levé straně
směřovala do tiskárny, a vyrovnejte kazetu s vodícími lištami.
Zasuňte tiskovou kazetu do tiskárny co nejdále.

PoznámkaTisková kazeta je opatřena vnitřní vytahovací páskou.
Tiskárna automaticky odstraní vytahovací pásku po instalaci tiskové
kazety a zapnutí. Když produkt odstraňuje vytahovací pásku, vydává
tisková kazeta několik sekund hlasitý zvuk. Zvuk vydávají pouze
nové tiskové kazety.

6 Stiskněte tlačítko na zelené páčce a otočte ji po směru
hodinových ručiček do polohy zamknuto.

7 Zavřete přední dvířka.

1

5

3

4

6

7
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Krok 7. Zapojení kabelů tiskárny

Tiskárnu je možné připojit k počítači pomocí paralelního kabelu
nebo k síti pomocí doplňkového tiskového serveru HP Jetdirect.

U tiskáren vybavených vestavěným tiskovým serverem HP Jetdirect
se sít́ový kabel připojuje do konektoru 10/100TX (RJ-45). Tiskárna
je také opatřena konektorem pro konektor HP Jet-Link.

Umístění portů rozhraní

Paralelní konektor typu B (Parallel)

Konektor (RJ-45) místní sítě (LAN)

Konektor HP Jet-Link (pro příslušenství pro manipulaci s
papírem)
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Zapojení paralelního kabelu

Pokud zapojujete tiskárnu přímo k počítači, použijte paralelní
kabel.

Pro zajištění spolehlivosti použijte obousměrný paralelní kabel
typu B, IEEE-1284. Tyto kabely jsou zřetelně označeny “IEEE-1284”.
Pouze kabely IEEE-1284 podporují všechny pokročilé funkce
tiskárny.

Postup při zapojení paralelního kabelu

1 Ujistěte se, že sít́ový kabel tiskárny není zapojen do
elektrické zásuvky.

2 Připojte paralelní kabel k paralelnímu portu tiskárny. Při
zapojení kabelu stiskněte zajišt́ovací páčky.

PoznámkaPokud máte při instalaci potíže, ujistěte se, že máte
správný kabel.

3 Druhý konec kabelu zapojte do odpovídajícího konektoru
počítače.

2

3
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Připojení k síti Ethernet 10/100TX (pro tiskárny HP LaserJet
9040n/9050n a HP LaserJet 9040dn/9050dn)

Pokud chcete připojit tiskárnu k síti Ethernet 10/100TX,
použijte konektor RJ-45.

Postup při připojení k síti Ethernet 10/100TX

1 Ujistěte se, že sít́ový kabel tiskárny není zapojen do
elektrické zásuvky.

2 Zapojte sít́ový kabel do vestavěného tiskového serveru HP
Jetdirect instalovaného v tiskárně.

3 Druhý konec kabelu zapojte do sít́ového portu.

2

3
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Krok 8. Výměna překryvného segmentu ovládacího panelu

Ovládací panel je dodáván s nainstalovaným anglickým překryvným
segmentem. V případě potřeby použijte níže zmíněný postup k výměně
překryvného segmentu, který je součástí dodávky.

Postup při výměně překryvného segmentu

1 Zasuňte nehet, nebo tenký, pevný objekt pod zadní stranu
segmentu a nadzdvihněte.

2 Jemně segment nadzdvihněte směrem nahoru a k sobě a odstraňte
jej z tiskárny.

3 Připravte si nový segment nad ovládací panel. Zarovnejte kraje
segmentu s otvory v ovládacím panelu a segment zasuňte dovnitř.

4 Nový segment na ovládací panel pevně zaklapněte. Ujistěte se,
že segment na ovládacím panelu dobře sedí.

1

2

3
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5
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Krok 9. Zapojení sít́ového kabelu

Tato sekce popisuje zapojení sít́ového kabelu.

Postup při zapojení sít́ového kabelu

1 Zapojte sít́ový kabel do tiskárny a do elektrické zásuvky se
střídavým proudem.

VAROVÁNÍSpolečnost Hewlett-Packard doporučuje používat pro
modely 110 V vyhrazenou zásuvku se střídavým proudem 15 A (15 A pro
modely 220 V). Nepřipojujte do stejné elektrické zásuvky další
zařízení. Používejte pouze sít́ový kabel dodaný s tiskárnou, abyste
zabránili poškození tiskárny.

2 Vypínač stiskněte, abyste tiskárnu zapnuli (poloha dovnitř).
Pokud se na ovládacím panelu tiskárny zobrazí hlášení Enter
language, přesuňte kurzor pomocí tlačítka nebo na požadovaný jazyk
a stiskněte tlačítko . Poté, co se tiskárna zahřeje do provozní
teploty, hlášení READY(PŘIPRAVENO) by se mělo zobrazit na displeji
řídícího panelu.

PoznámkaPo prvním zapnutí tiskárny máte možnost nastavit jazyk,
aby se hlášení zobrazovala na displeji ve vašem rodném jazyce.
Pokud není během 60 sekund po zobrazení hlášení ENTER LANGUAGE na
grafickém displeji zvolen žádný jazyk, nastaví se jako používaný
jazyk angličtina a hlášení ENTER LANGUAGE se objeví na grafickém
displeji po každém zapnutí zařízení, dokud nebude zvolen jiný
jazyk.

3 Pokud je instalován doplňkový stohovač/sešívačka na 3 000
listů (nebo stohovač nebo multifunkční dokončovací zařízení),
doplňkový Zásobník 4, případně obě zařízení, ujistěte se, že jejich
kontrolky svítí zeleně. Pokud kontrolka svítí oranžově, bliká nebo
nesvítí, vyhledejte informace v uživatelské příručce.

1

2

3
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Krok 10. Nastavení jazyka displeje ovládacího panelu

Při výchozím nastavení se hlášení na ovládacím panelu tiskárny
zobrazují v angličtině. Pokud jste nenastavili jazyk v kroku 9,
postupujte podle následujících pokynů a nastavte tiskárnu tak, aby
zobrazovala hlášení a tiskla stránky konfigurace v jiném
podporovaném jazyce.

Postup při nastavení jazyka ovládacího panelu

1 Vypněte tiskárnu.

2 Zapněte tiskárnu.

3 Počkejte, dokud tiskárna nezačne počítat pamět́.

4 Stiskněte a podržte tlačítko .

5 Držte tlačítko , dokud se nerozsvítí všechny tři kontrolky na
ovládacím panelu,poté tlačítko uvolněte.

6 Pomocí tlačítka nebo posuňte kurzor na položku Konfigurace
zařízení (Configure Device) a stiskněte tlačítko .

7 Pomocí tlačítka nebo posuňte kurzor na položku Nast. systému
(System Setup) a stiskněte tlačítko .

8 Pomocí tlačítka nebo posuňte kurzor na položku Jazyk
(Language) a stiskněte tlačítko .

9 Pomocí tlačítka nebo posuňte kurzor na požadovaný jazyk a
stiskněte tlačítko .

Poznámka Pokud zvolíte turečtinu, češtinu, ruštinu, maďarštinu
nebo polštinu, změní se výchozí sada symbolů pro daný jazyk.
Výchozí sada symbolů pro všechny ostatní jazyky je PC-8.
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Krok 11. Založení papíru do Zásobníku 1

PoznámkaTiskárny HP LaserJet 9040n/9050n a HP LaserJet
9040dn/9050dn se dodávají se Zásobníkem 1. Pro tiskárnu HP LaserJet
9040/9050 je dostupný doplňkový Zásobník 1.

Tato sekce popisuje plnění zásobníku papírem formátu A4 nebo
letter. Pokyny pro založení a nastavení dalších formátů a typů
médií naleznete v uživatelské příručce, která je dodávána na disku
CD-ROM.

VAROVÁNÍAbyste předešli zaseknutí papíru, nikdy zásobník
neotevírejte, pokud z něj probíhá tisk.

Postup při založení papíru do Zásobníku 1

Zásobník 1 je víceúčelový zásobník, který pojme až 100 listů
papíru standardního formátu nebo 10 obálek. Produkt nejprve podává
papír ze Zásobníku 1 (výchozího zásobníku). Pokyny pro změnu
výchozího zásobníku naleznete v uživatelské příručce.

Zásobník 1 zajišt́uje vhodnou cestu pro tisk na obálky,
transparentní fólie, papír vlastního formátu nebo další typy médií,
aniž by bylo nutné vyprázdnit ostatní zásobníky.

1 Otevřete Zásobník 1.

2 Vložte papír formátu A4 nebo Letter delším okrajem do tiskárny
a stranou, na kterou se bude tisknout, nahoru.

3 Vodicí lišty papíru nastavte tak, aby se zlehka dotýkaly stran
svazku papírů, ale aby jej neohýbaly.

4 Zkontrolujte, zda je papír zasunut pod zarážkami na vodicích
lištách a zda výška svazku papíru nepřesahuje indikátory nejvyššího
přípustného množství papíru.

Poznámka Při tisku na formáty A3, 11 x 17 palců a další dlouhá
média zcela vysuňte rozšiřující podpěru.

1

2

3
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Krok 12. Založení papíru do Zásobníků 2 a 3

Tato sekce popisuje vložení papíru formátu A4 nebo letter.
Pokyny pro založení a nastavení dalších formátů a typů médií
naleznete v uživatelské příručce.

VAROVÁNÍAbyste předešli zaseknutí papíru, nikdy zásobník
neotevírejte, pokud z něj probíhá tisk.

Postup při založení papíru do Zásobníku 2 a Zásobníku 3

1 Zcela otevřete zásobník.

2 Stiskněte tlačítko na levé vodicí liště (Y) a nastavte lištu
na odpovídající formát papíru.

3 Stiskněte tlačítko na přední vodicí liště (X) a nastavte lištu
na odpovídající formát papíru.

4 Vložte balík médií horní stranou směrem k zadní části
zásobníku. Při tisku na jednu stranu se tiskne spodní část stránky.
Při oboustranném tisku by první tisknutá stránka měla být horní
strana.

PoznámkaInformace o tisku na zvláštní média naleznete v
uživatelské příručce.

5 Nastavte papír na Standard, pokud jsou obě lišty nastavené na
stejnou značku Standardu, jako jsou letter nebo A4. Jinak nastavte
na Vlastní.

6 Zavřete zásobník.

7 Formát a typ papíru pro tento zásobník se zobrazí na ovládacím
panelu tiskárny. Stisknutím tlačítka je potvrďte nebo proveďte
změny podle pokynů, které naleznete v uživatelské příručce.

8 Opakováním kroků 1 až 7 založte papír do dalšího
zásobníku.

PoznámkaPokyny pro založení papíru do Zásobníku 4 naleznete v
instalační příručce dodané k Zásobníku 4.

VAROVÁNÍNikdy nenechávejte papír ani jiné předměty v prostoru
vlevo od vodících lišt papíru. V opačném případě může dojít k
trvalému poškození zásobníku.

1

2

3

4

6
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Krok 13. Tisk stránky konfigurace

Vytiskněte stránku konfigurace, abyste se ujistili, že tiskárna
pracuje správně.

Postup při tisku stránky konfigurace

1 Stiskněte tlačítko .

2 Pomocí tlačítek a přejděte na položku Informace a stiskněte
tlačítko .

3 Pomocí tlačítek a přejděte na položku Tisk konfigurace a
stiskněte tlačítko .

Vytiskne se konfigurační stránka. Pokud je v tiskárně instalován
tiskový server HP JetDirect, vytiskne se také stránka sít́ové
konfigurace HP JetDirect.

Pokud máte nainstalována volitelná zařízení, jako jsou duplexní
jednotka nebo Zásobník 4, zkontrolujte stránku konfigurace, zda
jsou zde vypsána jako nainstalovaná.

Poznámka Pokud potřebujete seznam dostupných klávesových zkratek
pro tiskárnu, vytiskněte mapu nabídek.
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Krok 14. Instalace softwaru tisku

K tiskárně je dodáván disk CD-ROM se softwarem tisku. Pro
plnohodnotné využití funkcí tiskárny musí být nainstalovány
ovladače tiskárny z tohoto disku CD-ROM.

Pokud nemáte přístup k jednotce CD-ROM, lze software tiskového
systému stáhnout z webové stránky www.hp.com/support/lj9050_lj9040.
V závislosti na konfiguraci počítačů se systémem Windows,
instalační program pro software tisku automaticky zkontroluje
počítač, zda má přístup na Internet a poskytne tím i možnost
získání nejnovějšího software z Internetu.

Poznámka Instalační software tiskárny pro sítě UNIX (HP-UX, Sun
Solaris) je dostupný ke stažení na adrese
www.hp.com/support/net_printing.

Více informací naleznete na letáku technické podpory společnosti
HP.

Instalace softwaru tisku pro Windows

Tato sekce popisuje instalaci softwaru tisku pro Windows.
Software je podporován systémy Microsoft Windows 9X, Windows NT
4.0, Windows 2000, Windows Millennium (Me), Windows XP a Windows
Server 2003.

Postup při instalaci softwaru

1 Ukončete všechny spuštěné programy.

2 Do jednotky CD-ROM vložte disk CD-ROM. V závislosti na
konfiguraci počítače je možné, že se instalační program spustí
automaticky. Pokud se instalační program automaticky nespustí: V
nabídce Start klepněte na příkazSpustit. Napište x:setup (kde X je
písmeno označující mechaniku CD-ROM) a klepněte na tlačítko OK.

3 Postupujte podle pokynů na obrazovce počítače.

Instalace softwaru tisku pro Macintosh

Tato sekce popisuje instalaci softwaru tisku pro Macintosh.
Software je podporován systémem Macintosh OS 7.5 a vyššími.

Postup při instalaci softwaru tisku pro systém Mac OS 8.6 až
9.2

1 Připojte tiskový server HP Jetdirect k sít́ovému portu pomocí
sít́ového kabelu.

2 Do jednotky CD-ROM vložte disk CD-ROM. Automaticky se spustí
nabídka disku CD-ROM. Pokud se nabídka disku CD-ROM nespustí
automaticky, poklepejte na ikonu disku CD-ROM na pracovní ploše a
potom poklepejte na ikonu Installer (Instalátor). Tato ikona se
nachází ve složce Installer/ disku Starter CD-ROM (Úvodní disk
CD-ROM). (Položka určuje volbu jazyka). (Například ve složce
Installer/English se nalézá ikona Installer pro software tiskárny v
angličtině.)

3 Postupujte podle pokynů na obrazovce počítače.

4 Spust́ te nástroj Apple Desktop Printer Utility, který je
uložen ve složce (Startup Disk): Applications (Aplikace): Utilities
(Nástroje).

5 Poklepejte na položku Printer (AppleTalk) (Tiskárna
AppleTalk).

6 Klepněte na příkaz Change (Změnit) vedle položky Apple Talk
Printer Selection (Volba tiskárny Apple Talk).

7 Zvolte tiskárnu, klepněte na příkaz Auto Setup (Automatické
nastavení) a Create (Vytvořit).

8 V nabídce Printing (Tisk) klepněte na příkaz Set Default
Printer (Nastavit výchozí tiskárnu).
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Poznámka Na pracovní ploše se zobrazí ikona pro obecné použití.
Všechny panely pro nastavení tisku se zobrazí v dialogovém okně pro
nastavení tisku v aplikaci.

Postup při instalaci softwaru tisku pro systém Mac OS 10.1 nebo
novější

1 Připojte tiskový server HP Jetdirect k sít́ovému portu pomocí
sít́ového kabelu.

2 Do jednotky CD-ROM vložte disk CD-ROM. Automaticky se spustí
nabídka disku CD-ROM. Pokud se nabídka disku CD-ROM nespustí
automaticky, poklepejte na ikonu disku CD-ROM na pracovní ploše a
potom poklepejte na ikonu Installer (Instalátor). Tato ikona se
nachází ve složce Installer/ disku Starter CD-ROM (Úvodní disk
CD-ROM). (Položka určuje volbu jazyka). (Například ve složce
Installer/English se nalézá ikona Installer pro software tiskárny v
angličtině.)

3 Poklepejte na složku HP LaserJet Installers.

4 Postupujte podle pokynů na obrazovce počítače.

5 Poklepejte na ikonu Installer pro požadovanýjazyk.

6 Na pevném disku počítače poklepejte postupně na možnosti
Applications (Aplikace), Utilities (Nástroje) a Print Center
(Tiskové středisko).

7 Klepněte na příkaz Add Printer (Přidat tiskárnu).

8 V operačním systému OS X 10.1 zvolte připojení AppleTalk, v
operačním systému OS X 10.2 zvolte připojení Rendezvous.

9 Vyberte název tiskárny.

10 Klepněte na příkaz Add Printer (Přidat tiskárnu).

11 Klepnutím na zavírací tlačítko v levém horním rohu ukončete
aplikaci Print Center.

Poznámka Počítače Macintosh nelze připojit přímo k tiskárně
pomocí paralelního portu.
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Krok 15. Ověření nastavení tiskárny

Nejjednodušším způsobem jak ověřit, zda instalace softwaru byla
úspěšně dokončena, je vytištění dokumentu z aplikace.

Postup při ověření nastavení tiskárny

1 Spust́ te vámi zvolený program. Otevřete nebo vytvořte
jednoduchý dokument.

2 V programu zvolte příkaz Tisk.

3 Jako svou tiskárnu vyberte HP LaserJet 9040 nebo 9050.

4 Ujistěte se, že se objeví správný název tiskárny.

5 Dokument vytiskněte.

Pokud se dokument nevytiskl správně, zkontrolujte nastavení a
konfiguraci. Další informace naleznete v uživatelské příručce.

Podpora pro zákazníky

Další informace týkající se produktu naleznete v uživatelské
příručce na disku CD-ROM. Informace o podpoře zákazníků HP
naleznete na letáku technické podpory dodaném s tiskárnou.
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Informace o záruce a regulacích

Prohlášení o omezené záruce společnosti Hewlett-Packard

1 Společnost HP poskytuje záruku pro HP hardware, příslušenství
a doplňky na vady materiálu a zpracování po dobu výše
specifikovanou. Pokud HP zjistí nějaké závady v záruční lhůtě, HP
podle svých možností buď opraví, nebo nahradí výrobek, který je
vadný. Nahrazené výrobky mohou být buď nové nebo jako-nové.

2 HP zaručuje, že software HP neselže při vykonávání svých
naprogramovaných příkazů po výše specifikované období, kvůli
závadám na materiálu a provedení, pokud je správně nainstalován a
používán. Pokud HP zjistí takové závady v záruční lhůtě, HP nahradí
software, který nevykonává příkazy programování kvůli takovým
závadám.

3 HP nezaručuje, že výrobky HP budou bez výpadků nebo bez chyb.
Pokud HP nebude schopen, v rozumné době, opravit nebo nahradit
výrobek podle podmínek záruky, jako zákazník máte právo na
refundaci nákupní ceny po okamžitém návratu výrobku.

4 Výrobky HP mohou obsahovat znovu vyrobené díly se stejným
výkonem jako nové, nebo tyto díly mohly být předmětem náhodného
použití.

5 Záruční doba platí od data dodání nebo od data instalace,
pokud byla tato instalace provedena HP. Pokud zákazník naplánuje
nebo zpozdí instalaci prováděnou HP o více než 30 dní, záruční doba
platí od 31 dne po dodání.

6 Záruka se nevztahuje na závady způsobené (a) nesprávnou nebo
nevhodnou údržbou nebo kalibrací, (b) softwarem, interfací nebo
díly, které nebyly dodány HP, (c) neautorizovanou modifikací nebo
špatným zacházením, (d) provozem mimo publikované specifikace
prostředí produktu, nebo (e) nesprávnou přípravou umístění nebo
údržbou.

7 DO ROZSAHU SPECIFIKOVANÉHO MÍSTNÍMI ZÁKONY, JSOU VÝŠE ZMÍNĚNÉ
ZÁRUKY VYHRAZENY A ŽÁDNÉ JINÉ ZÁRUKY NEBO PODMÍNKY, A• PÍSEMNÉ ČI
ÚSTNÍ, NEMOHOU BÝT VYMÍNĚNY ANI VYPLÝVAT A HP OBZVLÁŠTĚ POPÍRÁ
JAKÉKOLI VYPLÝVAJÍCÍ ZÁRUKY NEBO PODMÍNKY OBCHODNÍ ZPŮSOBILOSTI,
USPOKOJIVÉ KVALITY A ZPŮSOBILOST PRO URČITÝ ÚČEL.

8 Společnost HP nese odpovědnost za poškození hmotného majetku
až do výše 300 000 USD na událost nebo skutečně zaplacené částky za
produkt, který je předmětem uplatňovaného nároku, a za újmy
související s tělesným zraněním nebo úmrtím do té míry, že všechna
taková poškození byla podle rozhodnutí kompetentního soudního úřadu
přímo způsobena vadným produktem HP.

9 DO ROZSAHU SPECIFIKOVANÉHO MÍSTNÍ ZÁKONY, ODSTRANĚNÍ PORUCH V
TOMTO PROHLÁŠENÍ ZÁRUKY JE VAŠÍM VÝHRADNÍM A VÝLUČNÝM PRÁVEM. KROMĚ
VÝŠE ZMÍNĚNÝCH UDÁLOSTÍ, HP V ŽÁDNÉM PŘÍPADĚ NEBUDE ZODPOVĚDNÁ ZA
ZTRÁTU DAT NEBO PŘÍMOU, SPECIÁLNÍ, NÁHODNOU, NÁSLEDNOU (VČETNĚ
ZTRÁTY ZISKU NEBO DAT),NEBO JINOU ŠKODU, JESTLI TO NENÍ ZAHRNUTO VE
SMLOUVĚ, PORUŠENÍ SMLOUVY NEBO JINAK.

10 PRO TRANSAKCE V AUSTRÁLII A NA NOVÉM ZÉLANDĚ; PODMÍNKY ZÁRUKY
OBSAŽENÉ V TOMTO PROHLÁŠENÍ, KROMĚ S OHLEDEM NA POVOLENÉ ZÁKONEM,
NEVYLUČUJÍ, NEOMEZUJÍ NEBO NEUPRAVUJÍ A JSOU DODATKEM K VAŠIM
ZÁVAZNÝM ZÁKONNÝM PRÁVŮM TÝKAJÍCÍ SE VÝROBKU, KTERÝ VÁM
PRODÁVÁME.

VÝROBEK HP TRVÁNÍ ZÁRUKY

HP LaserJet 9040/9050, 9040n/9050n, 9040dn/9050dn

1 rok, na místě
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Servis během a po uplynutí záruční doby● Pokud hardware tiskárny
selže během záruční doby, kontaktujte autorizovaný servis HP
nebo

poskytovatele podpory.

● Pokud hardware selže po vypršení záruční doby a vy máte se
společností HP Dohodu o údržbě nebo pozáruční podporu HP Support
Pack, požadujte servis, jak je specifikován v dohodě.

● Pokud nemáte Dohodu o údržbě HP nebo pozáruční podporu HP
SupportPack, obrat́te se na autorizovaný servis společnosti HP nebo
na poskytovatele technické podpory.

Pro zajištění dlouhé životnosti tiskárny HP LaserJet společnost
HP nabízí:

Prodloužená záruka

Pozáruční podpora HP SupportPack zahrnuje hardwarový produktu HP
a všechnyvnitřní součásti dodané společností HP. Údržba hardwaru
zahrnuje období od data zakoupení produktu HP pro zvolenou dobu
trvání dohody. Zákazník musí zakoupit pozáruční podporu HP
SupportPack do 90 dnů od nákupu produktu společnosti
Hewlett-Packard. Další informace naleznete na webové
stráncewww.hp.com/support/lj9050_lj9040.
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Záruka pojistné ochrany společnosti HP

Omezená záruka pro tiskové kazety a sady válce

U tohoto produktu HP je zaručeno, že neobsahuje žádné závady
materiálu ani zpracování.

Tato záruka se nevztahuje na produkty, které (a) byly znovu
naplněny, obnoveny, repasovány nebo jakkoli upraveny, (b) mají
potíže vyplývající z nesprávného užití, nesprávného uskladnění nebo
provozu mimo specifikace prostředí pro danou tiskárnu nebo (c)
vykazují opotřebení z běžného užívání.

Chcete-li využít záruční servis, vrat́te produkt na místo
prodeje (spolu s písemným popisem problému a ukázkami tisku) nebo
se obrat́te na středisko podpory zákazníků společnosti HP.
Společnost HP na základě vlastního uvážení buď vadný
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