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            IQ4NC, IQ422 Installation Instructions - Conﬁguring TG201265 Issue 6 , 10-Sep-14 1 Installation Instructions - Conﬁguring IQ4NC, IQ422 Controllers Important: Retain these instructions These instructions shall be used by trained service personnel only If the equipment is used in a manner not speciﬁed by these instructions, the protection provided by the equipment may be impaired. 2 Access Unit 1 Switch Off Install the IQ4NC, IQ422 Install SET on PC / Laptop 1 BEFORE STARTING CONFIGURATION O I CONTENTS 1 Before starting Conﬁguration ........................................1 2 Installation - Conﬁguring ...............................................1 3 Connect to IQ4 ............................................................10 WARNING Opening the panel may expose dangerous voltages. 4 Reset to Defaults .........................................................12 5 Disposal .......................................................................12 2 INSTALLATION - CONFIGURING Read & Agree to End User Licence Agreement Additional Documentation Required ▪ SET Manual (TE200147) ▪ IP Tool Manual (TE200638) ▪ IQTool Monitor Applet Manual (TE201298) ▪ IQTool Addresser Applet Manual (TE201299) ▪ IQ4 Conﬁguration Manual (TE201263) Note: PDF copies are included with SET installation in the following folder: C:\...\Trend Control Systems\Documentation IQ4NC, IQ422 Installation Instructions - Mounting (TG201264) SET Manual (TE200147) Prepare Ethernet Network (if using Ethernet) Install DHCP Server If the IP address settings (IP address, subnet mask, default router, WINS and DNS servers’ addresses) are to be supplied by a DHCP server, ensure one is installed on the Ethernet segment to which IQ4 is connected. Install WINS Server If host names are being used for IP addressing across a router, a WINS server must be installed. Install DNS Server If email alarms are being sent, and the email server address is identiﬁed by internet domain name, a DNS server must be installed. IQ4NC, IQ422 Installation Instructions - Mounting (TG201264) 
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IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14 1
 Installation�Instructions�-�Confi�guring
 IQ4NC, IQ422Controllers
 Important: retain these instructions
 these instructions shall be used by trained service personnel onlyIftheequipmentisusedinamannernotspecifiedbytheseinstructions,theprotectionprovidedbytheequipmentmaybeimpaired.
 2 access unit 1 switch off
 Install the IQ4NC, IQ422 Install sEt on PC / laptop
 1 BEforE startINg CoNfIguratIoN
 O
 I
 CoNtENts1 BeforestartingConfiguration........................................12 Installation-Configuring...............................................13 ConnecttoIQ4............................................................10
 WarNINg Opening the panel may exposedangerousvoltages.
 4 ResettoDefaults.........................................................125 Disposal.......................................................................12
 2 INstallatIoN - CoNfIgurINg
 Read�&�Agree�to�End�User�Licence�Agreement
 additional Documentation required
 ▪ SETManual(TE200147) ▪ IPToolManual(TE200638) ▪ IQToolMonitorAppletManual(TE201298) ▪ IQToolAddresserAppletManual(TE201299) ▪ IQ4ConfigurationManual(TE201263)
 Note: PDF copies are included with SET installation in the following folder: C:\...\Trend Control Systems\Documentation
 IQ4NC, IQ422 Installation Instructions - Mounting(TG201264) SETManual(TE200147)
 Prepare Ethernet Network (ifusingEthernet)
 Install DHCP serverIftheIPaddresssettings(IPaddress,subnetmask,defaultrouter,WINSandDNSservers’addresses)aretobesuppliedbyaDHCPserver,ensureone is installedon theEthernetsegmenttowhichIQ4isconnected.
 Install WINs serverIf host names are being used for IP addressing across arouter,aWINSservermustbeinstalled.
 Install DNs serverIfemailalarmsarebeingsent,andtheemailserveraddressisidentifiedbyinternetdomainname,aDNSservermustbeinstalled.
 IQ4NC, IQ422 Installation Instructions - Mounting(TG201264)
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2 IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14
 IQ4NC, IQ422� Installation�Instructions�-�Confi�guring
 7 select terminator switch Position (IQ4NCusingMS/TPnetworkonly)
 6 record serial Number and location 5 Disconnect I/o
 3 Isolate I/o 4 Open�Rotating�Covers
 2 INstallatIoN - CoNfIgurINg (continued)
 MAC Addr 00.10.70.00.UD.BBS/No:
 Q3B____X73010003
 IP Addr Location
 TerminatoroutofcircuitTerminatorincircuit
 IQ422, IQ4NC Installation Instructions - Mounting (TG201264) for details ofterminatoruse.
 O
 I
 O
 I
 LeavePower,Ethernet,CurrentloopLan,USB,RS232,andMS/TPconnected(whereappropriate).
 WarNINg The connecting leads may beconnectedtosupplies.Isolatebeforetouching.
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IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14 3
 Installation�Instructions�-�Confi�guring� IQ4NC,�IQ422
 9 Close�Rotating�Covers
 11 Check�Watchdog/Power�LEDs
 10 switch on
 8 Connect PC / laptop
 2 INstallatIoN - CoNfIgurINg (continued)
 O
 I
 Either:viaEthernetHub/Switch Or:usingdirectconnection
 Note: To connect with SET a vCNC is required. SET can connect when on a different subnet.
 Note: Other methods of connection are available see ‘Connect to IQ4’ on page 10.
 Normal operation indicationWatchdog
 Inputpowersupply
 fault indicationsWatchdog Device faulty reset to
 defaults, see ‘Reset toDefaultsonpage12.
 Inputpowersupply Checkinputpowersupply
 Note: All LEDs illuminate for several seconds after switch on.
 Watchdog(red)
 Power(green)
 10s
 12 Check Ethernet lEDs (ifEthernetisconnected)
 Normal operation indicationRX or OK
 fault indicationsOK CheckEthernet
 Note: All LEDs illuminate for several seconds after switch on.
 OKLED(green)
 RXLED(yellow)
 RJ45 StandardEthernetcable(Cat5etwistedpair)max100m(109yds)
 RJ45
 StandardEthernetcable(Cat5etwistedpair)max100m(109yds)
 RJ45
 RJ45
 Hub/SwitchRouter
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4 IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14
 IQ4NC, IQ422� Installation�Instructions�-�Configuring
 13 Connect�to�IQ4NC,�IQ422�Using�SET�/�IP�Tool
 14 Set�up�IP�Addressing�Details�(ifusingEthernet)
 2 INstallatIoN - CoNfIgurINg (continued)
 Find the IQ4NC, IQ422 by its MAC addressshownonseriallabel
 SETManual(TE200147)IPToolManual(TE200638)
 UseIPTool–seestep13–tochooseeitherstatic(fixed)ordynamic(DHCP)addressing:
 Dynamic�(DHCP)�Addressing�(default)
 Parameter ValueDeviceMode
 Static�(Fixed)�Addressing
 Parameter ValueDeviceMode
 IPAddressEnterrequiredvalueinformat:
 xxx.xxx.xxx.xxxSubnetMaskDefaultRouterWINSServer
 Whensettodynamic(DHCP)addressingtheunitautomaticalobtains its IP addressing details (IP address, subnetmask,default router, WINS server and DNS server) from thenetwork’s DHCP (Dynamic Host Configuration Protocol)server. IfnoDHCPserver is found, theunitdefaults to link/localmodewhereitautonegotiatesitsIPaddresswithotherdevicesonitsEthernetsegment,
 Note: It is recommended that link/local only be used on a single segment system.
 When set to static (fixed) addresssing the IP addressingdetailsmustbeconfiguredmanually.
 Note: If email alarms are being sent, and the email server address is identified by internet domain name, then a DNS server must also be specified using Text Comms.
 IPToolManual(TE200638)
 15 set up Virtual CNC (ifrequired)
 AVirtualCNCmustbesetup ifconnectiontoasupervisor,toolordisplayisrequired.
 UseIPTool–seestep13– tosetuptheaddressandportnumberofthevCNC.
 Parameter RangeAddress 0(disabled),
 1,4to9,11to119PortNumber 1to32767
 Defaultsto10000plustheaddress(e.g.address123setsportto10123)
 IPToolManual(TE200638)
 IQ4NCshave4vCNCsataddresses4,5,6,and7)enabledbydefault therefore itmayalsobenecessary todisable,orre-configurethistoavoidaddressconflict.IQ422sdonothaveanyvCNCs enabled.
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IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14 5
 Installation�Instructions�-�Configuring� IQ4NC,�IQ422
 16 set up IQ4NC Communication Mode (ifusingIQ4NC)
 17 Check trend Current loop Network (ifcurrentloopnetworkbeingused)
 18 Check Ms/tP Network (IfIQ4NCusingMS/TPnetwork)
 ▪ ConnectaPCdirectlytotheIQ4usinganEthernetcable,see‘ConnecttoIQ4’onpage10.
 ▪ Usingawebbrowser,e.g. InternetExplorer,access thecontroller’swebpagesandselectModules>Networks to displaytheNC�Configuration�Wizard.
 ▪ Click required mode, and if necessary specify anyparameterse.g.Lannumber.
 ▪ Click ;thecontrollerwillrestart.
 EthernetInternetworktotoMS/TPLan(default)
 Parameter NotesLannumber 1,4to9,11to119BACnetIP Canbedisabled
 CurrentLoopInternetworktoMS/TPLan
 Parameter NotesLannumber 1,4to9,11to119BACnetIP Canbedisabled
 EthernetInternetworktoCurrentLoopLan
 Parameter NotesLannumber 1,4to9,11to119BACnetIP CanbedisabledBACnetMSTP
 Can be enabled e.g. forconnectionofPEHAdevices
 Ethernet Internetwork to Current loopInternetwork
 Note address no longer needs to be > 100.
 Parameter NotesLannumber 1,4to9,11to119BACnetIP CanbedisabledBACnetMSTP
 Can be enabled e.g. forconnectionofPEHAdevices.
 ManualconfigurationE.g. Ethernet Internetwork to Current loopInternetworkplusMS/TPLan
 2 INstallatIoN - CoNfIgurINg (continued)
 IQ4WebUserGuide(TC201256).
 Note: The IQ4NC always has a Lan to connect to the internetwork so cannot join another Lan on the internetwork.
 Normal operation indicationRX
 TX
 fault indicationsRX Checkpreviousdeviceonnetwork
 TX Checknextdeviceonnetwork
 TX/RX >30sSetbauderatemanually
 Note: All LEDs illuminate for several seconds after switch on.
 TXLED(yellow)
 RXLED(yellow)
 Normal operation indicationRX
 TX
 fault indicationsRX CheckMS/TPconnectionandbaudrate.
 TX CheckMS/TPconnectionandbaudrate.
 TXLED(yellow)
 RXLED(yellow)
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6 IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14
 IQ4NC, IQ422� Installation�Instructions�-�Configuring
 20 Set�up�Trend�Addressing
 19 set up Ethernet access across routers (ifrequired)
 21 Write Details on label
 2 INstallatIoN - CoNfIgurINg (continued)
 IftheLANistobebuiltacrossarouter(s)detailsofdevices(on each subnet) must be specified to enable cross-routercommunications.
 UseIPTool–seestep13–tospecifyIPsettingsforupto20devicesintheRemoteTrendDeviceslist:
 Parameter ValueIPAddress If using dynamic (DHCP) addressing:
 Enterthehostnameoftheremotedevice.
 If using static (fixed) addressing:EntertheIPAddressoftheremotedevice,intheformat:xxx.xxx.xxx.xxx
 SubnetMask Thesubnetmaskfortheremotedevice,intheformat:xxx.xxx.xxx.xxx
 IPToolManual(TE200638)
 It is recommendedthatatleasttwodevicesfromeachsubnetare specified. For increased reliability details of additionaldevicesshouldbespecified.
 IfstaticIPaddressingisbeingusedthelistshouldcontainthedeviceswiththelowestIPaddresses.
 ThesamelistmustbecopiedtootherEINCtypedevicesonthenetwork.
 Hint: Ticking the check box next to the Remote Trend Devices list retains the list in IP Tool, allowing it to be easily copied to other devices:
 O/SLanFixedIPAddressorHostname(ifDCHP)
 Single�IQ4�or�Lan�of�IQ4s�on�Ethernet: ▪ UseIPTool–seestep13–tosettheaddress(ensuringit
 isuniqueontheLan)andLannumber.
 IQ4saregivenanaddressandLannumberinthefactory.Theaddressissetintherange11to119onarollingbasiswiththeLannumbersetto20.Thereforeitmaybenecessarytosetuptheaddress/Lannumberasrequired.
 Parameter Range DescriptionAddress 1,4to9,11to
 119MustbeuniqueonLan
 Lan number
 1,4to9,11to119
 Must be the same as alldevicesitistoformaLanwith.
 Note: Changing the Lan number and address will cause the IQ4 to reset.
 IPToolManual(TE200638)IQTool Addresser Applet Manual(TE201299)
 lan of IQ4s on current loop: ▪ RunSET,rightclicktheLanofIQ4sinthesystem View
 selectaddress IQ4 DevicetoruntheIQToolAddresserApplet,andclick toruntheDiscoveryWizard.
 ▪ Select either ‘Automatic Discovery’ (recommended) or‘ManualDiscovery’.If‘AutomaticDiscovery’wasselectedyoushouldalsoselectDuplicateAddressResolution.
 automatic Discovery: Thetoolwilldiscoverthedevices,andattempttoresolveduplicateaddresses.
 Manual Discovery: Scan the bar code, or press theServiceButtonforeachcontroller.
 WarNINg For /230 options hazardousvoltagesexistwhentheunitispowered.Takesuitableprecautions.
 ▪ If the Lan is not as expected it could be because ofinstallation related reasons, e.g. wiring faults, powerfailureetc.Checkthedevicesareoperatingcorrectlyandrepeatdiscovery.Ifthereareduplicateaddressesaddthedevicestothegridmanually,usingnetworkaddressandserialnumber.IfnecessaryuseSET’sSystemViewtosettheLannumber,andIQTooltosettheaddress.
 lan of IQ4 and pre IQ4 controllers on current loop: ▪ Run SET, right click the Lan of IQ4s in the system
 View andselectaddress IQ4 Device toruntheIQToolAddresserApplet.
 ▪ AddtheIQ4tothegridmanuallybyclicking ,specifyingtheserialnumber,andaddress,andclicking .
 ▪ UseSET’sSystemViewtosettheLannumber.
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IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14 7
 Installation�Instructions�-�Configuring� IQ4NC,�IQ422
 22 set up Baud rate (currentloopnetworkofIQ4sonly)
 23 Set�up�Additional�Trend�Addressing�(ifrequired)
 24 Check laN oK lED (notIQ4NC)
 2 INstallatIoN - CoNfIgurINg (continued)
 IQToolMonitorAppletManual(TE201298)SETManual(TE200147)IQ4ConfigurationManual(TE201263)
 Parameter RangeSupervisorport 0,4to9,11to119
 Default=0localaccessonlyUSBEngineeringport
 0,4to9,11to119Default=0temporarilytakesaddress125
 ▪ UseSET’s IQToolMonitor Applet to set theSupervisorPortorUSBEngineeringPortasrequired.
 IQToolMonitorAppletManual(TE201298)SETManual(TE200147)IQ4ConfigurationManual(TE201263)
 If the controller is to provide connection to the network forsupervisorsandtoolsitisnecessarytosetuptheSupervisorPortorUSBEngineeringPortasrequired.
 Normal operation indication
 LanbuiltOK
 AttemptingtobuildLan
 fault indication
 every15s Longerthan2minutesindicatesLan/internetworkcannotbebuilt.
 ▪ CheckbaudsettingsofalldevicesonCurrentLoop–seestep6,andcheckalldeviceconnections.
 ▪ Ifstillflashing,fitloopback.
 8584 86 87
 RX- RX+TX- TX+
 IfOFF,device is faulty. IfON, reconnectnetworkandswitchoffallotherdevicesonthenetwork.
 ▪ IfstillOFF,checknetworkcablingforshortcircuitswithamultimeter(NOTMegger).
 ▪ If ON switch on other devices until faulty devicefound (i.e.OKLEDgoesOFF), inspect thatdevice todetermineandandcorrectthefault.
 Note: It is normal behaviour for Lan OK LED to extinguish for up to 1 min after detecting baud rate, then illuminate.
 fault indications (EthernetLan)LANOK UnabletocommunicateonLan.Only
 appliesifcurrentloopisdisabledorisnotfitted.
 ItisnecessaryforoneIQ4tobesettoaspecificbaudratetoensuretheotherIQ4sselecttherequiredbaudrate.
 Use SET’s IQTool Monitor Applet to disable autobaud andspecifythebaudrate.
 Module Parameter RangeIQ Lan network
 Autobaud 0or1.0=DisabledBaudRate 1k2,4k8,9k6,19k2,38k4
 22 23 24 25
 RX+
 28 29
 WMBRX- TX+ TX-
 RX OK
 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 1 2 3
 230V
 19
 4 510
 24V0V 0V 0V 0V 0V 0V986 7
 1 2 3
 laN oK(green)
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8 IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14
 IQ4NC, IQ422� Installation�Instructions�-�Confi�guring
 25 Download�Strategy
 26 Check IQ422 or IQ4NC on BaCnet (If/BACorIQ4NCandBACnetprotocolcommunicationsrequired)
 27 test Inputs (NotIQ4NC/.../00)
 2 INstallatIoN - CoNfIgurINg (continued)
 SETManual(TE200147)IQ4ConfigurationManual(TE201263)
 SETManual(TE200147)
 O
 I
 Switchoff Re-connectinputsOpencovers
 Closecovers
 O
 I
 S
 IQ422
 IQ4NC
 ∆T=XSwitchon
 IQ422
 IQ4NC
 Off On
 Note: An Ethernet connection is required to download both strategy and backdrop fi les. Other connection types only allow download of strategy fi les.
 Note: strategy download is not recommended over current loop with baud rate <9k6.
 Note: SET will set up the controller’s date and time to that of the PC during download. However, they may be set up from a controller confi gured as timemaster.
 Configure the strategy using SET, and test using SET’ssimulationmode.
 Use SET to download the strategy and backdrop file (ifrequired).
 UseSETtocheckthatIQ4’sBACnetfunctionalityisoperatingby checking it appears correctly in the SystemView on itsBACnetnetwork.
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IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14 9
 Installation�Instructions�-�Confi�guring� IQ4NC,�IQ422
 28 test outputs (NotIQ4NC/.../00)
 29 Connect supervisors/tools/Display Panels
 30 Backup�Strategy
 32 Close Panel 31 Close�Rotating�Covers
 2 INstallatIoN - CoNfIgurINg (continued)
 O
 I
 O
 I
 Switchon
 Switchoff
 Closecovers
 Re-connectoutputs
 S
 IQ422
 IQ4NC
 IQ422
 IQ4NC
 Opencovers
 Connect PCs (e.g. for supervisors/tools) and displays asdescribedin‘ConnecttoIQ4’onpage10.
 Connectionof supervisors, tools,displaypanelsetc canbemade directly to controller via the RS232 Local supervisorPort, USB Local Engineering Port, or Ethernet port.Connection canalsobemadeover theTrendnetworkoverEthernetorthecurrentloop.
 Use SET to upload the strategy and compare it with thestrategyheldbySET. Note: An Ethernet connection is required to upload strategy
 and backdrop fi les. Other connection types only allow upload of strategy fi les.
 SETManual(TE200147)
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10 IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14
 IQ4NC, IQ422� Installation�Instructions�-�Confi�guring
 1 switch off 2 Open�Rotating�Covers
 3 Make Connection
 O
 I
 PCviaLocalEngineeringPort(USB)Connect Directly to ControllerPCviaEthernetPort
 RJ45 StandardEthernetcable(Cat5etwistedpair)max100m(109yds)
 RJ45
 Connection use NotesIPTool ü
 SET ü RequiresvCNCWebBrowser ü
 Supervisor ü RequiresvCNC
 PCviaLocalSupervisorPort(RS232)
 Cable/EJ1014429wayfemale
 DtypeRJ11
 PC
 ConnectiontoIQ4canbemadedirectlyviatheRS232LocalSupervisorPort,USBLocalEngineeringPort,orEthernetPort.Connectioncanalsobemadeoveranetwork(Ethernet).
 Connection use NotesIPTool
 SET ü
 WebBrowser
 Supervisor
 Connection use NotesIPTool
 SET ü
 WebBrowser
 Supervisor ü
 IQView8viaLocalSupervisorPort(RS232)IQView8 requires its own power supply.
 Note: If local supervisor port address is ‘0’ (default) communication is limited to the IQ4. If non-zero, communication is possible over the entire network.
 IQView8
 RJ11 RJ11
 CABLE/EJ105650
 USBcable
 MicroBUSBconnector
 3 CoNNECt to IQ4
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IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14 11
 Installation�Instructions�-�Configuring� IQ4NC,�IQ422
 3 Make Connection (continued)
 3 CoNNECt to IQ4 (continued)
 RJ11
 RJ11
 24VdcSupply
 XW/R/IQ
 Mustuseexternal24Vsupply
 Connect Directly to ControllerRD-IQ, SDU-xcite, IQView4 via Local Supervisor Port(RS232)
 Connect via Ethernet Network ▪ EnsuretheIQ4isconnectedtotheEthernetnetwork.
 ▪ Connect the other device (e.g. PC) to same EthernetnetworkandensureanIPconnectionisavailablebetweenitandtheIQ4.
 ▪ TomakeaconnectionwithSET,asupervisorordisplayensureavCNCisavailableinaTrenddeviceonthesameEthernet Trend network and connect to the vCNC asdescribedinthesupplieddocumentation.
 Note: If connecting with IP Tool, the PC should be on the same Ethernet segment as the IQ4.
 Tomakeaconnectionwithawebbrowser run thewebbrowseronthedeviceandaccesstheIQ4’sIPaddressorhostname.
 XW/R/IQwirelesssensorreceiverviaLocalSupervisorPort(RS232)
 Connection use NotesIPTool ü
 SET ü RequiresvCNCWebBrowser ü
 Supervisor ü RequiresvCNC
 Note: Set local supervisor port address to ‘0’ (default) as communication is limited to the IQ4.
 IQView4 requires its own power supply.
 RJ11RJ11
 RD/SDU-IQ3COMMSCABLE/
 RJ11
 RJ11
 IQView4
 RD-IQ
 SDU-xcite
 StandardEthernetcable(Cat5etwistedpair)max100m(109yds)
 RJ45
 Hub/SwitchRouter
 RJ45
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12 IQ4NC,IQ422InstallationInstructions-ConfiguringTG201265Issue6,10-Sep-14
 IQ4NC, IQ422� Installation�Instructions�-�Confi�guring
 PleasesendanycommentsaboutthisoranyotherTrendtechnicalpublicationtotechpubs@trendcontrols.com
 © 2014HoneywellTechnologiesSàrl,ECCDivision.Allrightsreserved.ManufacturedforandonbehalfoftheEnvironmentalandCombustionControlsDivisionofHoneywellTechnologiesSàrl,Z.A.LaPièce,16,1180Rolle,SwitzerlandbyitsAuthorizedRepresentative,TrendControlSystemsLimited.
 TrendControlSystemsLimitedreservestherighttorevisethispublicationfromtimetotimeandmakechangestothecontenthereofwithoutobligationtonotifyanypersonofsuchrevisionsorchanges.
 trend Control systems limitedAlberyHouse,SpringfieldRoad,Horsham,WestSussex,RH122PQ,UK.Tel:+44 (0)1403211888Fax:+44 (0)1403241608www.trendcontrols.comtrend Control systems usa6670 185th Avenue NE, Redmond, Washington 98052, USA. Tel:(425) 897-3900 Fax:(425) 869-8445 www.trend-americas.com
 3 reset Controller
 2 Close�Rotating�Covers1 open Panel
 4 Re-confi�gure�Controller
 4 rEsEt to DEfaults
 SwitchOff,IsolateI/O,OpenPanel,OpenRotatingCovers,andDisconnectI/Oaspersteps(1)to(5)ofthe‘Installation-Configuring’section.
 5 DIsPosal
 WEEE Directive:At the end of their useful life the packaging andproduct should be disposed of by a suitablerecyclingcentre.Donotdisposeofwithnormalhouseholdwaste.Donotburn.
 Re-configurecontrollerasdescribedintheseinstructions.
 Pressandholddown theservicebutton, theservicebuttonLED will flash. While continuing to hold down the button,switchonthecontroller.Ensurethebuttonremainspressedfor2to5safterpowerisswitchedon.Donotswitchoffthecontrollerforatleast1minute.
 WarNINg for /230 versions: Hazardousvoltages exist in this area when the unit ispowered.Thisoperationshouldonlybeperformedaftertakingsuitableprecautions
 Thestrategy,usermodules(passwords,PINsetc),alarmlogs,andplotsarecleareddownandthefollowingparameterssettodefaults:
 Lannumber,outstationaddressIPaddressingmodeIPaddress,subnetmaskUDPportidentifierRouter1remoteTrenddevices,VirtualvCNC).
 Backdropfilesareunchangedandtimeanddateleftattheircurrentsettings.
 O
 I
 2to5s
 22 23 24 25
 RX+
 28 29
 WMBRX- TX+ TX-
 RX OK
 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 1 2 3
 230V
 19
 4 510
 24V0V 0V 0V 0V 0V 0V986 7
 1 2 3
 Press
 22 23 24 25
 RX+
 28 29
 WMBRX- TX+ TX-
 RX OK
 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 1 2 3
 230V
 19
 4 510
 24V0V 0V 0V 0V 0V 0V986 7
 1 2 3
 Release
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