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Products

Designed to

withstand

occasional bus

impact

Textured appearance

Durable

Ideal for traditional

or conservation areas

Easy to handle

Meets HSE

guidelines

n/a

Dark Grey

Silver Grey

Textured

Designed to

withstand

occasional bus

impact

Textured appearance

Durable

Ideal for traditional

or conservation areas

Classic and Classic

Wide Top options

Crossing units

Radius units

Dropper units

Quadrants

Internal and

external angles

Flat top edging

Silver Grey

Textured

Designed to

withstand

occasional bus

impact

Meets British

Standards

Crossing units

Dropper units

Radius kerbs

Internal and

external angles

Quadrants

Offlets

Marginal strips

Marker channels

Non standard options

Grey

Standard

Designed to

withstand

occasional bus

impact

Colour co-ordinates

with Europa block

paving

Provides subtle

alternative to more

traditional kerbs

Crossing units

Radius units

Internal angle

External angle

Dropper units

Grey

Red

Charcoal

Brindle

Standard

Designed to

withstand

occasional bus

impact

Uses secondary and

recycled materials,

minimising waste

Manufacturing

process minimises

energy

Crossing units

Dropper units

Radius kerbs

Quadrants

Black Fleck

Textured

K-Lite Traditional Countryside Classic BS Kerb Block Kerb
EcoKerb
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British Standard Kerb

Our JDP branches offer a wide range of concrete kerbs as
specified in the current version of

BS EN 1340. Due to our close partnerships with the industrys
leading manufacturers we can

ensure our customers are provided with leading brand quality
products from local branches.

Features and benefits

All straight units and the majority of radius units are
hydraulically pressed. Other radius units

are hammer-compacted.

Applications

Designed to withstand occasional vehicular impact.

180100866 150x305 HB1

180100860 125x255 HB2

180100855 125x150 HB3

Code Description

Standard Kerbs

180101704 125x255 mm HB 125x150 mm BN (LH) DL1180101705 125x255
mm HB 125x150 mm BN (RH) DR1

180100879 125x255 mm SP 125x150 mm BN (LH) DL2

180100952 125x255 mm SP 125x150 mm BN (RH) DR2

180100658 125x150 mm BN As Crossing Kerb

Droppers and Crossing Kerbs

Code Description

LH RH

180141369 180141368 125x255 mm HB 125x150 mm BN 4m

180141371 180141370 125x255 mm HB 125x150 mm BN 5m

180141373 180141372 125x255 mm HB 125x150 mm BN 6m

180141375 180141374 125x255 mm HB 125x150 mm BN 8m

180141377 180141376 125x255 mm HB 125x150 mm BN 10m

Code Description

Radius Droppers (Available in 4, 5, 6, 8 and 10m External Radius
Only)
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Products

180100854 305x255 mm QHB

180100853 455x255 mm QHB

Code Description

Quadrants

180101099 125x255 mm HB RH 125x255 mm SP LH TR

180100983 125x255 mm HB LH 125x255 mm SP RH TL

Code Description

Transition Kerbs

180101177 125x255 mm HB Ext Angle HBXA

180101218 125x255 mm HB Int Angle HBIA

Code Description

Angles

180141318 - - - 0.5 1

180140755 180141319 180141321 - 1 2

180140849 180141320 180141178 - 2 4

180140850 180141042 180141179 180141202 3 6

180140851 180141043 180141180 180141203 4 8

180140852 180141044 180141181 180141204 5 10

180140853 180141045 180141182 180141205 6 12

180140854 180141046 180141183 180141206 8 16

180140855 180141047 180141184 180141207 10 20

180140856 180141048 180141185 180141208 15 30

The table shown is an approximate guide only.

All radii over 15 m (40 ft) can be achieved by using standard
914 mm (3 ft) or 609 mm (2 ft) kerbs.

Before ordering, check availability of size and profile.

Also when ordering, please state the dimensions first, then the
profile, then the radii followed by Internal or External.

e.g. 125x150 HB 6M Ext

125x255 HB 125x255 HB 125x150 BN 125x150 BN Size of Units per
1/4

External Internal External Internal Radius circle

Radius Kerbs
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180100576 50 X 150 X 914 Edging Kerb Flat Top EF

180100589 50 X 205 X 914 Edging Kerb Flat Top EF

180100569 50 X 150 X 914 Bullnose Edging EBN

180101072 50 X 205 X 914 Bullnose Edging EBN

180101615 50 X 150 X 914 Round Top Edging ER

180103772 50 X 205 X 914 Round Top Edging ER

Code Description

Edging Kerbs

Abbreviation Guide: HB Half Battered, BN, Bullnosed, SP 45o

Splayed, RH Right Hand, LH Left Hand, ER Round Top Edging,EF
Flat Top Edging, EBN Bullnosed Edging, TR Transition Right, TL
Transition Left

Installation Guide

These products should be installed in accordance to BS7533 Part
6. They form edge restraints for other

paving materials, pedestrian/vehicle segregation and drainage
collectors for surface water. Foundations for

units can either be a well compacted bed of fresh concrete or a
1:3 cement : sand mortar (12-40mm thick)

on a preformed concrete race.

The base concrete, to grade ST1, should be a minimum 150mm thick
and extended 150mm beyond the

edge of the unit where haunching is required.

Haunching for units as appropriate should be with a concrete
grade ST1. It is necessary to ensure a good

bond between haunching concrete, unit and base. Allow to gain
sufficient strength before laying adjacent

paving material. Lay units to line and level with a paviours
maul such as that they are within 3mm of the

design alignment. Joints should be close joints (trowel
thickness) for natural stone and concrete units, laid dry.

Standards

British Standard kerb products comply with the performance
levels in European Standard

BS EN 1340.
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ProductsKerb Drainage

Available from the JDP branch network is a range of the latest
integrated kerb drainage

systems which offer an alternative to conventional kerb, gully
and drain. Endeavouring to

supply the commercial, public & industrial market with the
best solution for each application

products include:

Concrete Kerb Drainage

Envirokerb Recycled Plastic Kerb Drainage

Concrete Kerb Drainage

Available from the recognised Charcon brand are two integrated
kerb drainage systems.

Mini HighwayOffers a combination of efficient drainage
capability

with compact design. Mini Highway is a two part kerbdrainage
system with a compact design with no loss

of strength. Manufactured from high quality granite

and quartzite using both wet and semi-dry processes.

Features and benefits

Integrated kerb profile and linear drainage system

Multiple inlet holes along length of kerb for fast water take
off

Maintains kerb profile for greater aesthetic appeal in city
centres

Compact design minimises installation cost with no loss of
strength

Applications

City roads

Commercial developments

Urban roads

Access roads

Length (approx) 500 500

Width (approx) 250 250

Depth (approx) 235, 285, 335 254

Dimension (mm) Base unit Top unit

Standards

British Standard kerb products comply with the performance
levels in European Standard

BS EN 1340

Installation Guide

See page 173.

Inlet dimensions 55 x 107 mm ellipse (approx)
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Highway UltraA one or two piece polymer concrete combined

drainage system for towns and city centres providing

surface water drainage solutions for a variety of

applications. Highway Ultra has resistance to frost

and road salts. Highway Ultra is manufactured from

high quality quartzite, granite and basalt bound ina resin
compound.

Features and benefits

One or two piece system available

2 depths dependant on drainage requirements

Resistant to frost, ageing and road salts

Minimal disruption during installation compared to other
systems

Large inlet openings for fast efficient drain off

Applications

City roads

Town centres

Urban areas

Shallow one piece unit 500 320 154

Deep one piece unit 500 500 154

Shallow base unit 500 130 154

Deep base unit 500 310 154

Standard top 500 190 154

Product Length (mm) Depth (mm) Width (mm)

Installation Guide

See page 173.

Standards

British Standard kerb products comply with the performance
levels in European Standard

BS EN 1340
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ProductsRecycled Plastic Envirokerb

Over recent years the use of Combined Kerb

Drainage has grown rapidly, with engineers

appreciating the advantages offered over the

traditional gully and pipe drainage systems,

for car parks and carriageways. Envirokerb isa revolutionary
lightweight kerb drainage

system, manufactured from 100% recycled

plastic waste destined for landfill and 70%

lighter than conventional concrete.

Envirokerb negates the extra cost and time

incurred with the vacuum lifters and grabs

needed for traditional concrete kerbs.

Features and benefitsEnvirokerb is a revolutionary combined kerb
drainage system.

Envirokerb is made from recycled plastic composite material.

Envirokerb is extremely lightweight being some 70% lighter than
conventional concrete or

polyester concrete equivalent, yet is strong and robust.

Envirokerb is available in 305mm and 480mm high units to half
battered HB1 profile, and has

a full range of components including droppers, centre stones,
inspection and gully units,

radius kerbs etc.

Envirokerb has 3 inlets in the face of the kerb unit, offering
better hydraulic performance, and

enabling surface water to drain more quickly from the
carriageway.

Envirokerb is a one-piece unit 500mm long, with a high-impact
resistance and has a positive

interlock between all components.

Envirokerb is resistant to most forms of effluents found in
highway situations, and has a finish

in common with standard concrete kerbs.

Applications

Urban road schemes

Trunk roads

Roundabouts

Traffic calming situations

Car parks

1801305SU 100x305 mm HB HB1

1801480SU 100x480 mm HB HB1

Code Description

Envirokerb Standard Drainage Unit
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Standards

Envirokerb is tested in accordance with EN1433 and achieved
loading D400 or C250

depending upon installation requirements.

18016X12STD 150x305 mm HB HB1

18015X10STD 125x255 mm HB HB2

Code Description

Envirokerb Standard Kerb Unit

Installation Guide

Through a policy of material and process development, Envirokerb
has a finish almost identical to a standard

Concrete Kerb Drainage.

Excavate through to line and level.

Lay out units prior to installation to ensure all rodding access
units and outlets are positioned correctly.

Start at outfall and work away, finished line and level should
be pre-determined.

If sealant is to be applied please apply to the unit not yet
laid then butt together keep joints clean of

concrete bedding material.

A 2mm gap should be left between units (trowel thickness) to
allow for contraction and expansion.

The male/female joint will ease installation procedure as line
will be easier to achieve.

Asphalt can be laid to the pre-marked line shown on units to
offer a 125mm kerbface.

Asphalt will adhere to the face so pre-pitching is not
required.

Units should be cleaned prior to hand over.

Please Note:

Traditionally, combined kerb drainage system failures are due to
side wheel loads, irrespective of the

compressive loading capabilities of the product, but EN1433 and
DIN19580 do not specify a test for side

impact loads.

However, Envirokerb is designed to have a high impact resistance
to side wheel loads therefore we

recommend the C250kN installation detail with a well compacted
road construction.

Nk004DNk052C

Surface water inlet

Wearing course

Surface water inlet

Wearing course

Footpath
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Products

0601DG750 750mm Davigulli 450 80

0602DG900 900mm Davigulli 450 104

0602RG750X450 750mm Rigigully 450 80

0602RG900X450 900mm Rigigully 450 104

0601PG 750mm Pavement Gully 375

0610MA100 Multi Adaptor160 x 160-178mm

0612RF150X25 150/178mm Ridgiflex x 25m

Code Description Diameter mm Capacity litres

Road Gullies 160mm O/let

0603UGBASE110 700mm Dykagully Base 315 20

0603UGSTOP Dykagully Hinged Grating

Class B125 (Rotating)

0603UGSILT Dykagully Silt Bucket

0601RG600X300 600mm Midigully 300 24

0601RGSB Midigully Silt Bucket

Code Description Diameter mm Capacity litres

Yard Gullies 110mm O/let

Gullies / HDPE & PVC Gullies

Gullies are suitable for road or yard drainage applications. A
high quality plastic, easy to

handle and install, alternative to heavy concrete and clay
gullies. They are suitable for both

trapped and untrapped systems and are easily adapted to various
pipe systems.

A range of accessories is available, including gully cover slabs
that key into the gully and

eliminate the need for brickwork to finished level.The Davigulli
has been designed by JDP through understanding the needs of both
the installer

and the local authority who maintain the system. Through the BBA
accreditation JDPs

customers have commented on the Davigulli, proving its
quality....good product-many

thousands used in the region used/specified for 10 years and on
in excess of 1000 sites.

The Davigulli is particularly beneficial for ease of cleaning
with its smooth chamfered sides.

The Dykagully has the benefit of a specially designed integrated
grate, which can

independently rotate eliminating the need for additional
brickwork or a cover slab.

Features and benefits Lightness and superior strength

Effective keying into the concrete surround

Nested gullies lock together for easy handling, transportation
and safer storage on site

Adaptors available to suit a range of pipe systems

* Bespoke Dyka gullies are available contact your local JDP
branch for details.
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Standards

BBA Certified product

Installation Guide

Plastic gully pots shall be set on and surrounded by ST2
concrete.

The surround shall be 200mm thick with a 100mm bed above the
base

slab in 14.

Alternatively, a 150 mm surround of ST4 concrete using
Sulphate-resisting

cement and 20mm nominal size aggregate may be used.

Concrete Gullies

BS5911-6:2004

We offer a range of precast concrete road gullies with 150mm
trapped outlets, manufactured

to meet Design Chemical Class 4 as defined in BRE Special digest
1 Concrete in aggressive

ground Part 4 : Design guides for specific precast products.

Gullies are produced monolithically from fully automated
machines, providing a strong robust

unit, needing no concrete surround and not subject to
flotation.

For quick and efficient offloading, an attachment is available
which can be quickly fitted to a

standard forklift truck, or suitable mechanical off loader. The
attachment enables concrete

gullies to be handled and offloaded in pairs.

Precast concrete road gullies can be supplied with adaptors for
connection to clay or plastic pipes.

1801300450GULLY 300 450 14 120 150 250

1801300600GULLY 300 600 23 151 150

1801375750GULLY 375 55 698 750 50 188 150 250 125

1801375900GULLY 375 55 698 900 69 216 150 250 108

1801450750GULLY 450 55 560 750 70 223 150 250 105

1801450900GULLY 450 55 560 900 95 255 150 250 92

18014501050GULLY 450 55 560 1050 120 287 150 250 81

18014501200GULLY 450 1200 151 325 150 250

CodeI/Dia Nominal Width Effective

CapacityWeight Outlet Approximate No. per

(mm) Wall (mm) Depth(litres)

per I/Dia Measurement Full 23.5A Thickness B (mm) C Unit (kg)
(mm) D (mm) E Tonne Load

(mm)

1801LSS600 Square 750 x 650 x 100 80

1801LSS675 U 585 x 650 x 100 50

Code Slab Overall Dimension (mm) Kg

Gully Cover Slabs - 450mm Dia
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Products

Gratings / Ductile Iron Gratings

150mm Deep- Heavy Duty Ductile Iron, Double Triangular Gratings
& Frames

Usage: Group 6 Areas with extremely high wheel loads such as
dockyards and airports

Features and benefits

Manufactured to BS EN124 Class F900

90 Tonne safe test load

HA104/02 compliant

Kitemarked for third party assurance of quality

Non rock for added stability & silent operation

Ductile iron for improved weight to strength ratio

Black coated finish

Optional badging i.e. FW, SW

0621KD41D6NN 440 x 400 150 550 x 520 50 1180

0621KD43D6N 600 x 600 150 750 x 750 92 2020

0621KD44D 1000 x 450 150 1150 x 540 99 2021

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Double Triangular

Standards

Concrete gullies available from JDP comply with
BS5911-6:2004

Installation Guide

Concrete gully pots shall be installed in accordance with BBA
approval requirements. The Engineer would

expect the pots to be set on and surrounded by 150mm of ST2
concrete sulphate resistant cement.

0621KD41F 450 x 400 150 610 x 542 91 1028

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

150mm Deep- Heavy Duty Ductile Iron, Hinged & Double
Triangular Gratings & Frames

Usage: Group 4 Carriageways & Main Roads for Fast Moving
Traffic

Features and benefits

Manufactured to BS EN124 Class D400

Kitemarked for third party assurance of quality

40 Tonne safe test load HA104/02 compliant

Captive reversible side hinge for increased safety / security or
double triangular non rock

three point suspension for stability & silent operation

Ductile iron for improved weight to strength ratio

Black coated finish
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0621KD50D6NN 440 x 400 150 560 x 530 58 1171

0621KD52D6* 500 x 350 150 650 x 435 52 730

0621KD57D** 750 x 450 150 910 x 550 90 2216

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Hinged

*Rear kerb hinged, **Dished.

0621KD41D 420 X 420 100 570 x 500 42 1026

0621KD41DNN 440 X 400 100 550 x 520 40 1180

0621KD43DN 600 x 600 100 750 x 750 82 2020

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Double Triangular

100mm Deep- Heavy Duty Ductile Iron, Hinged & Double
Triangular Gratings & Frames

Usage: Group 4 Carriageways & Main Roads for Fast Moving
Traffic

Features and benefits

Manufactured to BS EN124 Class D400

Kitemarked for third party assurance of quality

40 Tonne safe test load

HA104/02 compliant

Captive reversible side hinge for increased safety / security or
double triangular non rock

three point suspension for stability & silent operation

Ductile iron for improved weight to strength ratio

Black coated finish

0621KD51D 380 x 310 100 565 x 410 32 659

0621KD50DNN 440 X 400 100 550 x 520 38 1167

0621KD56D* 440 x 400 100 550 x 525 38 1100

0621KD53D 450 x 450 100 580 x 525 33 1428

0621KD52D 500 x 350 100 650 x 435 42 982

0621KD54D 600 x 450 100 750 x 550 54 1650

0621KD57D** 750 x 450 150 910 x 550 90 2216

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Hinged

*Rear kerb hinged, **Dished.
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Products

0621KD50DP 420 x 420 100 570 x 500 48 785

0621KD51DP 380 x 310 100 560 x 410 36 328

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Hinged Pedestrian Style Grate

75mm Deep- Heavy Duty Ductile Iron, Hinged & Double
Triangular Gully Gratings & Frames

Usage: Group 3 Slow moving heavy traffic & areas not
exceeding 500mm from the kerbside

Features and benefits

Manufactured to BS EN124 Class C250

Kitemarked for third party assurance of quality

Captive reversible side hinge for increased safety / security or
double triangular non rock

three point suspension for stability & silent operation

Ductile iron for improved weight to strength ratio Black coated
finish

0621KD72 300 x 300 50 360 x 340 16 450

0621KD73 300 x 300 Dished 50 360 x 340 16 450

0621KD51C 380 x 310 75 472 x 370 22 764

0621KD51CB 380 x 310 75 555 x 410 22 764

#0621KD51CPL 380 x 310 75 555 x 410 28 543

0621KD50C-N 420 x 420 75 520 x 510 29 1100

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Hinged

0621KD41C 445 x 445 75 535 x 500 38 950

Code Clear Opening Depth Overall Frame Weight Waterway(mm) (mm)
(mm) Kg (cm2)

Non Rock Double Triangular

Standards

All gratings supplied by JDP are manufactured to the required
British and European Standard

Specification - BS EN124: 1994. JDP ensures that its
manufacturing partners only supply covers

which are manufactured in line with BS EN 9001 quality systems,
and are approved by BSI as a

Kitemark registered firm. We are aware that quality is of key
importance to specifiers and

installers of estate road products and customers can rest
assured that the range supplied by

JDP meets the highest standards.

BSI KITEMARKED- BS EN124- F900, D400 & C250

Installation Guide

See page 189.

#Pedestrian style grating and locked as standard
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Covers & Frames / Heavy & Medium Duty Ductile Iron
Covers

150mm Deep- Heavy Duty Ductile Iron Access Covers &
Frames

Usage: Group 6 Areas with extremely high wheel loads such as
dockyards and airports

Features and benefits

Manufactured to BS EN124 Class F900

90 Tonne safe test load

HA104/02 compliant

Kitemarked for third party assurance of quality

Non rock for added stability & silent operation

Ductile iron for improved weight to strength ratio

Black coated finish

Optional badging i.e. FW, SW

0621KD10F 600 x 600 150 950 x 950 173

Code Clear Opening Depth Overall Frame Weight

(mm) (mm) (mm) Kg

150mm Deep- Heavy Duty Ductile Iron Access Covers &
Frames

Usage: Group 4 & 5 Areas where high wheel loads are evident
such as dockyards etc

Features and benefits

Manufactured to BS EN124 Class E600

60 Tonne safe test load HA104/02 compliant

Kitemarked for third party assurance of quality

Non rock for added stability & silent operation

Ductile iron for improved weight to strength ratio

Black coated finish

Optional badging i.e. FW, SW

Optional sealing plates, pressure plates

0621KD10E 600 X 600 150 880 x 880 160

0621KD12E 675 x 675 150 955 x 955 150

*0621KD19E 1220 x 675 150 1500 x 955 225

Code Clear Opening Depth Overall Frame Weight(mm) (mm) (mm)
Kg
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Products

100mm Deep- Heavy Duty Ductile Iron Access Covers &
Frames

Usage: Group 4 Carriageways & Main Roads for Fast Moving
Traffic

JDP offer an in depth range of ductile iron covers suitable for
surface water drainage in access

roads and car park areas.

Features and benefits

Manufactured to BS EN124 Class D400

Kitemarked for third party assurance of quality

40 Tonne safe test load

HA104/02 compliant Non rock for added stability & silent
operation

Ductile iron for improved weight to strength ratio

Black coated finish

Optional badging - i.e. FW, SW

150mm Deep- Heavy Duty Ductile Iron Access Covers &
Frames

Usage: Group 4 Carriageways & Main Roads for Fast Moving
Traffic

Features and benefits

Manufactured to BS EN124 Class D400

Kitemarked for third party assurance of quality

40 Tonne safe test load

HA104/02 compliant

Non rock for added stability & silent operation

Ductile iron for improved weight to strength ratio

Black coated finish

Optional badging - i.e. FW, SW

KD100-6* 600 X 600 150 690 x 690 88

KD10-6 600 X 600 150 750 x 750 97

KD10-6-125 600 X 600 150 750 x 750 106

KD120-6* 675 X 675 150 776 x 776 108

KD12-6 675 X 675 150 825 x 825 119

KD12-6-125 675 X 675 150 825 x 825 125

KD14-6 750 X 600 150 900 x 750 145

KD15-6 750 X 750 150 900 x 900 175

KD16-6 900 X 600 150 1050 x 750 190

KD17-6 900 x 900 150 1050 x 1050 265

KD19-6 1220 x 675 150 1370 x 825 232

KD19-6-125 1220 x 675 150 1370 x 825 232

KD20-6 1830 x 675 150 1980 x 825 348

KD21-6 1200 x 900 150 1350 x 1050 290

Code Clear Opening Depth Overall Frame Weight(mm) (mm) (mm)
Kg

* Not HA104/02 compliant, suitable for access & estate
roads
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0621KD8 450 x 450 100 600 x 600 60

0621KD9 600 X 450 100 750 x 600 81

0621KD100* 600 X 600 100 700 x 700 72

0621KD10 600 X 600 100 750 x 750 86

0621KD120* 675 x 675 100 775 x 775 97

0621KD12 675 X 675 100 825 x 825 104

0621KD14 750 X 600 100 900 x 750 120

0621KD15 750 X 750 100 900 x 900 140

0621KD16 900 X 600 100 1050 x 750 156

0621KD17 900 x 900 100 1050 x 1050 220

0621KD190* 1220 x 675 100 1320 x 775 175

0621KD19 1220 x 675 100 1370 x 825 210

Code Clear Opening Depth Overall Frame Weight(mm) (mm) (mm)

75mm Deep- Heavy Duty Ductile Iron, Single Seal Solid Top Access
Covers & Frames

Usage: Group 3 Slow moving heavy traffic & areas not
exceeding 500mm from the kerbside

Features and benefits

Manufactured to BS EN124 Class C250

Kitemarked for third party assurance of quality

Full single seal gives airtight seal when packed with grease

Suitable for slow moving heavy traffic

Ductile iron for improved weight to strength ratio

Black coated finish

Optional badging - i.e. FW, SW

Medium Duty Ductile Iron Access Covers & Frames

Usage: Group 2 for use in car parks, pedestrian areas with
vehicular access and driveways

Features and benefits

Manufactured to BS EN124 class B125

Kitemarked for third party assurance of quality Single seal
versions give airtight seal when packed with grease

Slide out units are un-sealed and allow easy removal

Ductile iron for improved weight to strength ratio

Black coated finish

0621KD60C 450 x 450 75 550 x 550 49

0621KD61C 600 x 450 75 700 x 550 60

0621KD62C 600 x 600 75 700 x 700 75

0621KD63C 750 x 600 75 850 x 700 89

0621KD64C 750 x 750 75 850 x 850 119

0621KD65C 900 x 600 75 1000 x 750 121

0621KD66C 900 x 900 75 1000 x 1000 160

Code Clear Opening Depth Overall Frame Weight(mm) (mm) (mm)

* Not HA104/02 compliant, suitable for access & estate
roads
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Products

Standards

BSI KITEMARKED- BS EN124- B125

BSI KITEMARKED- BS EN124- C250

BSI KITEMARKED- BS EN124- D400

BSI KITEMARKED- BS EN124- E600

BSI KITEMARKED- BS EN124- F900

BS EN 124 includes loading categories for certain application
areas. It is the responsibility of

the engineer to ensure that the correct product is
specified:

The appropriate class of manhole top or gully top to be used
depends on the place of

installation.

The selection of the appropriate class is the responsibility of
the designer. Where there is any

doubt the stronger class should be selected. Clause 5 BS
EN124:1994.

Iron loadings

0621KD3240 450 x 450 Single Seal 40 540 x 540 30

0621KD3340 600 x 450 Single Seal 40 690 x 540 38

0621KD3340S 600 x 450 Slide Out 40 690 x 540 34

0621KD3375W 600 x 450 Slide Out 75 760 x 610 410621KD3440 600 x
600 Single Seal 40 690 x 690 47

0621KD3440S 600 x 600 Slide Out 40 690 x 690 40

0621KD3475 600 x 600 Plain 75 690 x 690 50

0621KD34C 600mm Dia Single Seal 75 690mm Dia 36

0621KD34AS 675 x 675 Slide Out 40 765 x 765 50

0621KD3540 750 x 600 Single Seal 40 840 x 690 60

0621KD3640S 750 x 750 Slide Out 40 850 x 850 72

0621KD3740 900 x 600 Single Seal 40 1000 x 700 66

0621KD3840S 1220 x 675 Slide Out 40 1320 x 775 110Twin Cover

Code Clear Opening Seal Depth Overall Frame Weight(mm) (mm)
(mm)
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Standard loadings

Special loadings

Covers & Frames / Specialist Steel Access Covers &
Frames

In addition to our range of ductile covers, JDP are able to
supply an in depth range of solid

top galvanised steel chequer plate access covers & frames
for access road applications.

The variety of options available in this range of products is
detailed below. Manufactured

bespoke to the contractors on site needs the combinations are
almost infinite providing an

access solution to virtually any application.

Features and benefits

Chequer plate solid top lids under braced where required

to meet stated load ratings

Massive list of options

Available up to F.A.C.T.A class FL

Available with removable beams and frame fixing points

Kitemarked versions available

Manufactured under an ISO 9001:2000 Quality System Finish: Hot
dipped galvanised to BS EN ISO 1461 as standard

On site ladder fitting service available

Safety chains and hand rails for manhole access available
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Unsealed

Single Grease Seal

Double Grease Seal

Neoprene Seal

Double Neoprene Seal

Sealing

Slotted Csk Screw

Socket Cap Screw

MOD / Home Office Approved

Turnbuckle Locking

Padlock Facility

Socket Csk Screw

Locking

Hinged

Assisted Lift

Safety Grille

Pressure & Water Tight

Peep Hole

Multiples

Size

Other

Standards Manufactured under an ISO 9001:2000 Quality
System.

Galvanised to BS EN ISO 1461 as standard

Steel Access Cover Loadings

All steel covers are manufactured to FACTA loadings in line with
the gross laden vehicle

weight (complete vehicle weight) of vehicles that are likely to
travel over them i.e. 5 tonne

gross laden vehicle weight or 10 tonne gross laden vehicle
weight (GLVW). Occasionally

loadings are asked for as wheel loads. This is known as slow
moving wheel load (SMWL). It is

important to establish what loading is required, as a 10 tonne
GLVW cover will not hold a 10tonne wheel load (SMWL). Furthermore
if the vehicle has a small wheel footprint (for example

a forklift truck) specially reinforced covers are required to
account for the reduced cover

contact area and the effect it has on the cover.

Galvanised Mild Steel

Black Coated Mild Steel

Stainless Steel Grade 304

Stainless Steel Grade 316

Aluminium

Finish

Pedestrian Duty

Light Duty

Medium Duty

Heavy Duty

Extra Heavy Duty

Special Loadings

Loading

Bespoke Options
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ACCESS COVER

AND FRAME

CLEAR

OPENING

CORRECT

ACCESS COVER

AND FRAME

CLEAR

OPENING

INCORRECT

ACCESS COVER

AND FRAME

CLEAR

OPENING

INCORRECT

ACCESS COVER

AND FRAME

CLEAR

OPENING

CORRECT

Installation Guide

1) Covers and frames are manufactured as a unit ensure that
corresponding covers and frames match andfit correctly before
commencing installation.

2) The frame of an access cover must be fully supported. Any
load placed onto the access cover istransferred to the structural
opening via the frame. If the frame is only partially supported,
the unit willnot carry the load it is designed for and will
ultimately fail please see sketches below.

3) Mortar bedding material must be placed around the opening
immediately after mixing. It should beplaced at a depth
approximately 5mm greater than the required bedding thickness and
spread across thefull width of the chamber wall. Deep trowel marks
in the bedding should be filled and the surface of the

bedding floated to an approximately even finish.4) The frame
should be lowered onto the bedding as soon as possible. The frame
must be placed on the

bedding so that all webs of the frame are fully supported by the
frame supporting structure. The websmust not overhang the internal
faces of the frame supporting structure. There must be no voids in
thebedding beneath the frame. Special care must be taken in the
vicinity of the cover seatings.

5) The frame must be carefully tamped down to the required level
and slope. This can be achieved to theSpecification requirements by
placing a straight edge over the frame webs and surrounding
carriagewayor other level control points as appropriate.

6) Any holes within the frame must be infilled with bedding
material and the flanges of the frameenveloped by a minimum
thickness of 10mm of the same material. A greater thickness may be
appliedprovided that sufficient depth is left available for
placement of any surfacing layers.

7) Exposed surfaces of the bedding around the outside of the
frame must be floated to fill any voids andremove any loose
fragments and the exposed surface of the bedding material inside
the chamber mustbe pointed to a smooth finish.

8) The cover should be placed in the frame by a mechanical
lifting device or suitable lifting keys after thebedding material
has sufficiently set.

9) No surround material must be placed in contact with the frame
until the bedding has achieved sufficienttensile and compressive
strength.

Steel Loadings
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ProductsConcrete Manhole Rings

We offer a complete range of precast concrete rings from DN 900
to DN 4000 in varying

depths with tongue and groove joints manufactured to meet Design
Chemical Class 4 as

defined in BRE Special digest 1 Concrete in aggressive ground
Part 4 : Design guides for

specific precast products.

Manufacturers Quality Assurance scheme in accordance with the
European Standard enabling

products in the range DN900-3000 to be kitemarked.

Note:

A constructed precast concrete manhole is a strong, durable
structure with its own inherent

strength and does not require a concrete surround.

900 70 530

1050 80 710

1200 90 912

1350 95 1080

1500 105 1330

1800 115 1760

2100 125 2140

2400 140 2740

2700 150 3400

3000 165 4140

3660 185 5300

4000 200 6360

DN0.25m 0.5m 0.75m 1.0m

Approx Wall Approx WeightThickness /m Depth

mm kg

Concrete Manhole Rings

Available Depth of Section

DN 1350, DN 3660, DN 4000 are not covered by the British
Standard, but comply with all the

relevant provisions of the European Standard. DN4000 is supplied
in 2 halves.

Manhole chamber sections are supplied with nominal 50mm diameter
holes for lifting

purposes:

2 Number in DN 1800 & below

3 Number in DN 2100 & above

Shaft/chamber sections can be supplied:

with or without fixed double steps

perforated with 75mm diameter holes

for use as soakaways

with holes or cut outs

with bases cast in

Less than 375 1200

375 - 450 1350

500 - 700 1500

750 - 900 1800

Largest Pipe Chamber

DN DN

Recommended minimum Chamberdiameters to suit pipe sizes
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900 150 1060 C C X X X 130

1050 150 1230 E E C To order X 235

1200 150 1400 E E C E To order 355

1350 * 150 1560 E E To order E C 475

1500 150 1730 E E To order E C 790

1800 175 2050 E E To order E E 1210

2100 180 2370 E E To order E E 1745

2400 180 2700 E E To order E E 2375

2700 205 3020 E E To order E E 3335

3000 225 3350 E E To order E E 4585

3660 * 275 3960 To order E To order To order To order 7760

4000 * 275 4500 To order E To order To order To order 10040

Chamber Depth Overall Weight (kg)DN DN 600x600 675x675 750x750
750x600 1200x675 675

2 Access

Manhole Cover Slabs

Standard Access Sizes

* Not Kitemarked

Note:

1. DN900 and 1050 are the only slabs in which a 600x600 access
complies with the

European Standard

2. All slabs detailed are Type 2

3. Weights available on request as they are dependant on the
access size4. C denotes central position

E denotes eccentric position

As defined in the British Standard

5. Non standard slabs and accesses can be designed and supplied
to order

6. DN3660 cover slab is supplied in 3 sections

7. DN4000 cover slabs can be supplied in 2 or 3 sections
dependant on the opening required

8. All accesses have 75 x 75 corner chamfers

9. All cover slabs are heavy duty and are suitable or use in
main roads

Landing Slabs

Landing slabs to suit DN 1500 chamber section and above

are supplied with a 900mm circular access.

Reducing Slabs

Standard reducing slabs are supplied to suit the various
chamber

sections, from DN 1050 to DN 3000, and have a 900, 1050 or

1200mm diameter circular access. DN 3660 and 4000 reducing

slabs are also available but are not covered by the European
Standard.Other shaft sizes are available on request.
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ProductsManhole Steps

Polypropylene coated mild steel double steps to BS EN
13101:2004

are fitted to manhole sections when required

Polypropylene coated stainless steel steps are available on
request

Manhole sections fitted with double steps can be used in any

depth configuration

Standards

All units are manufactured and tested in accordance with BS EN
1917:2002/ BS5911-3:2002.

All units are supplied with suitable points for lifting
purposes.

Polypropylene coated mild steel double steps to BS EN
13101:2004

Installation Guide

This section describes the recommended procedure for the
installation of precast concrete manholes.

a) Place the bottom unit with either integral precast, or insitu
concrete base.

b) Erect the required number of standard components and seal the
joints as appropriate all in

accordance with the design.

c) Place a reinforced concrete cover slab on top.

d) If required place a corbel slab then add the appropriate
number of adjusting units.

e) Fit the manhole top for access from ground level.

Jointing to pipeline

To allow for any differential settlement between manhole and
pipeline, short butt pipes, either spigot or

socket, should be built into the manhole wall so that a flexible
joint is incorporated as close as possible to

the outside of the manhole or the concrete surround if used.
Depending on ground conditions, short length

pipes (rockers) then connect these butt pipes to the incoming
pipe runs. Additional care must be taken to

ensure that the joints are properly made.

Sealants

Manholes can be jointed quickly and easily with a rubber bitumen
compound such as Tok Strip or other

approved sealant providing a watertight seal without the use of
a concrete surround.

08206X50X6LS 600 x 450 2.5m 6mm x 50mm 5 litres per 100m

08206X50X6LS 750 x 600 3.0m 6mm x 50mm 5 litres per 100m

082012X60X6LS 1000 x 675 3.5m 12mm x 60mm 5 litres per 75m

082012X60X6LS 1200 x 750 4.5m 12mm x 60mm 5 litres per 75m

Code Unit Nominal Size (mm) Sealant Length (per joint) Sealant
Size Primer
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Rectangular Concrete Chamber Sections

Loose steps can be supplied for use with the 1200x750 and
1475x1025 sections.

Rectangular Inspection Chambers

18011200RHHS 1200x750 150 75 115 8

18011200500RHHS 1200x750 500 75 390 -

18011200750RHHS 1200x750 750 75 600 -

18011400RHHS 1475x1025 250 100 355 -

Wall Nominal Number ofCode Size (mm)

EffectiveThickness Weight of Units Per

Depth (mm) (mm) Unit (kg) Pallet

Rectangular Cover Slabs

18011200RMHCSH 1200x750HD 600x600 144 310 5

18011209060RMHCSH 1200x750HD 900x600 144 235 5

18011200RMHTS 1200x750HD 1200x675 125 230 5

180111475RMHCSH 1475x1025HD 600x600 144 640 -

18011479060RMHCSH 1475X1025HD 900x600 144 580 -

18011475RMHTS 1475X1025HD 1200x675 144 485 -

Effective Nominal Number ofCode Size (mm)

AccessThickness Weight of Units Per

(mm) (mm) Units (kg) Pallet

Standards

Chamber sections and cover slabs are manufactured to BS
EN1917:2002 / BS 5911-3:2002.

Rectangular covers and cover surrounds are manufactured to
satisfy Class A15 loading

situations to BS EN 124. All units are to sulfate resistance
Class 4.

Heavy Duty - These cover slabs may be used together with the
appropriate duty proprietary

cover and frame in main road situations, equivalent to a wheel
load of 112kN.

Installation Guide

See page 192.
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Products

Standards

Engineering bricks are defined in BS 6100 Glossary of building
and civil engineering terms as

brick sized fired clay units having a dense and strong semi
vitreous body, conforming to defined

limits for water absorption and compressive strength.

In BS 3921 Engineering Bricks are classified as A or B based on
minimum compressive

strength and maximum water absorption not falling below 70 N/mm2
4.5% and 50 N/mm27% respectively.

Installation Guide

Mortar is just as exposed as the brick.

Generally, and especially in the North West of England and
Scotland, please note the different mortar mixesin the table
below:

Note 1. Where mortar of a given compressive strength is required
by the designer, the mix proportionsshould be determined from tests
following the recommendations of appendix A of BS 5628: Part 1:
1978.

Note 2. The different types of mortar that comprise any one
designation are approximately equivalent in

compressive strength and do not generally differ greatly in
their other properties. Some general differences

between types of mortar are indicated by the arrows at the
bottom of the table, but these differences can

be reduced (see BS 5628: Part 3: 2001 clause 5.7).

Note 3. The range of sand contents is to allow for the effects
of the differences in grading upon the

properties of the mortar. In general, the lower proportion of
sand applies to grade G of BS 1200 whilst the

higher proportion applies to grade S of BS 1200.

Note 4. The proportions are based on dry hydrated lime. The
proportion of lime by volume may be

increased by up to 50% (V/V) in order to obtain workability.

Note 5. At the discretion of the designer, air entraining
admixtures may be added to lime: sand mixes to

improve their early frost resistance. (Ready mixed lime: sand
mixes may contain such admixtures)

Mortardesignation

Cement: lime:sand

1 : 0 to 1/4 : 31 : 1/2 : 4 to 41/21 : 1 : 5 to 61 : 2 : 8 to
9

Increasing resistance to frost attackduring construction

Improvement in bond and consequentresistance to rain
penetration

1 : 21/2to 31/21 : 4 to 51 : 51/2to 61/2

1 : 3 to 41 : 5 to 61 : 7 to 8

N/mm2 N/mm2

16.0 11.06.5 4.53.6 2.51.5 1.0

(i)(ii)(iii)(iv)

Increasing Increasing abilitystrength to accommodate

movement, e.g.due to settlement,temperature andmoisture
changes

Masonry cement:sand

Cement: sandwith plasticizer

Preliminary Site(laboratory) tests tests

Type of mortar (proportion by volume) Mean compressivestrength
at 28 days

Direction of change in propertiesis shown by the arrows

Engineering Bricks

Engineering Bricks are used for their performance
characteristics rather

than their appearance and are most suited for groundworks,
manholes

and sewers, retaining walls and other situations where strength
and

resistance to frost attack and water are the most important
factor.

2099ENGBRICK Engineering Brick Class B

Code Description
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Street Furniture

JDP supply a range of street furniture products manufactured
from recycled materials.

Bollards

Features and benefits

100% recycled plastic Agenda 21 and best value compliant

Solid durable & hardwearing

Rot & maintenance free

Textured surface finish

Knot, splinter & corrosion free

Easy to install

Various styles

Dimensions:

Available in two sizes:

120 diameter x 1500mm and

150 diameter x 1500mm

Unit Weight: 22kgs

Order Code: D/R

Domed Top - Round Base

Dimensions:

150 diameter x 1500mm

Unit Weight: 25kgs

Order Code: R/R

Radius Top - Round Base

Dimensions:

150 diameter x 1500mm

Unit Weight: 22kgs

Order Code: C/R

Chamfered Top - Round Base

Dimensions:

150 diameter x 1500mm

Unit Weight: 22kgs

Order Code: F/R

Flat Top - Round Base

Dimensions:

145 x 145 x 1500mm

Unit Weight: 23kgs

Order Code: D/S

Domed Top - Square Base

Dimensions:

145 x 145 x 1500mm

Unit Weight: 25kgs

Order Code: P/S

Pyramid Top - Square Base
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